
C-Series Systems
Multiroom Audio System

The	MCA-C5	is	a	8	zone/8	source	controller	amplifier.	8	zones	of	
audio with adjustable bass/treble/loudness/balance with digital 
amplifiers	providing	40W/channel	to	zones	one	through	six,	8	
source	inputs	with	loop	outputs	and	fixed	or	variable	line	outputs	
per	zone,	routed	IR,	built-in	IR	learning	and	a	pre-programmed	
IR	library,	paging	and	system	muting.	Internal	AM/FM	Tuner	with	
RDS	(optional	source	1).	Source	linking	and	zone	linking.	Front	
USB	and	rear	RS-232	serial	ports,	rear	Ethernet	port,	color-
coded	detachable	14-gauge	snap	connectors,	12V	&	home	
theater triggers. AM and FM antennas included. Controllers are 
rack-mount	2-unit	high,	and	include	rack	ears.

Includes:
•	 Controller	(MCA-C5)
•	 6	System	Keypads	(MDK-C5)
•	 Remote	Control	(SRC-C5)
•	 AM antenna

•	 FM antenna
•	 Pair rack ears
•	 6	IR	emitters	(845.1)
•	 	White	&	almond	wallplates
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The	MCA-C3	is	a	6	zone/6	source	controller	amplifier.	6	zones	of	
audio with adjustable bass/treble/loudness/balance with analog 
amplifiers	providing	20W/channel	to	all	6	zones,	6	source	inputs	
and	fixed	or	variable	line	outputs	for	zones	1	and	2,	routed	IR,	
built-in	IR	learning	and	a	preprogrammed	IR	library,	paging	
(optional	source	6)	and	doorbell	muting.	Internal	AM/FM	Tuner	
with	RDS	(optional	source	1).	Source	linking	and	zone	linking.	
Front	USB	and	rear	RS-232	serial	ports,	rear	Ethernet	port,	color-
coded	detachable	14-gauge	snap	connectors,	12V	and	home	
theater triggers. AM and FM antennas included. Controllers are 
rack-mount	2-unit	high,	and	Low	standby	power	consumption	of	
less	than	1	watt	on	selected	models.	Rack	ears	included.

Includes:
•	Controller	(MCA-C3)
•	6	System	Keypads	(MDK-C5)
•	Remote	Control	(SRC-C5)
• AM antenna

Shipping Weight: 
38.35	lbs	(17.4	kg)

1550-533556 KT1-C3 110V 
non EuP compliant
1550-533570 KT1-C3e 220V 
EuP compliant
1550-533563 KT1-C3i 220V 
non EuP compliant

Dimensions: 
17”	W	x	3.5”	H	x	17.2”	D	
(43.2	x	9	x	43.6	cm)
Shipping Weight: 
34.55	lbs	(15.68	kg)
1550-532986 MCA-C3 110V 
non EuP compliant
1550-533549 MCA-C3e 220V 
EuP compliant
1550-533532 MCA-C3i 220V 
non EuP compliant 

KT1-C3 Multizone Controller Amplifier System Kit

•	FM antenna
•	Pair rack ears
•	6	IR	emitters	(845.1)
•	 	White	&	almond	wallplates

MCA-C3 Multizone Controller Amplifier

MCA-C5 Multizone Controller Amplifier

Dimensions: 
17”	W	x	3.5”	H	x	17.2”	D	
(43.2	x	9	x	43.6	cm)
Shipping Weight: 
34.55	lbs	(15.68	kg)
1550-530913 MCA-C5
1550-531118 MCA-C5 EU
1550-531101 MCA-C5 UK

KT1-C5 Multizone Controller Amplifier System Kit

Shipping Weight: 
38.35	lbs	(17.4	kg)
1550-531125 KT1-C5
1550-531149 KT1-C5 EU
1550-531132 KT1-C5 UK 

Note: EuP compliant models consume less than 1 watt of power at standby.


