
C-Series Systems
Multiroom Audio System

The	TS3	Touchscreen	size	and	weight	are	the	same	as	it’s	
predecessor,	the	UNO-TS2.	The	TS3	works	exclusively	with	C-Series	
and	supports	all	features:	3.5”	Color	TFT	Screen	with	Improved	
off	axis	viewing.	Single	CAT-5	connectivity	and	2-gang	workbox	
mounting. Firmware update-capable with streamlined process using 
a	USB	flash	drive.

•	High	contrast,	wide	angle	TFT	color	display
•	 	Supports all C-Series multiroom systems features; sleep timer, 

clock, etc.
•	Displays available system and source information
•	Upgradable	firmware	through	USB	port
•	Defeatable	front	panel	IR	Receiver
•	 Installs	easily	in	double	gang	box
•	 	Works	with	Desktop	Stand	DTS1	to	be	used	on	a	desk,	table,	or	

counter top

Desktop Stand is an accessory base that allows the C-Series 
MDK-C5	keypads	to	be	used	on	a	desk,	table,	or	counter	top.	
Weighted body and non-skid base.

Shipping	Weight:	1.2	lbs
2620-533303 TS3 White 
2620-533327 TS3 Almond
2620-533310 TS3 Bone
2620-533334 TS3 Black
2620-533341 TS3 Brown

Dimensions: 
5.92”	W	x	5.38”	D	x	4.68”	H	
(152	x	138	x	120	mm)
Shipping Weight: 
1.93	lbs	(0.87	kg)
7301-532351 DTS1 White
7301-532368 DTS1 Black

DTS1 Keypad Desktop Stand

TS3 Touchscreen

Accessories
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Advanced Programming Cable

For	KP4,	KP6,	KPL	keypads,	ComPoint	components	and	iBridge	Dock.	
Female	DB-9	connection	(PC	end)	and	flat	device	pin	connection	(device	
end).
Length: 72” L (182.9 cm)
Shipping Weight 1 lb (0.45 kg)

2500-521065

SA-ZX3	Keypad Splitter

Increases	power	output	for	connecting	up	to	3	system	keypads	to	one	
keypad	output	on	a	Russound	RNET	Controller	Amplifier.	Includes:	1	RJ-
45	input	jack,	3	RJ-45	keypad	jacks,	1	1201A	120V	power	supply.

Shipping Weight: 4 oz (.11 kg)

2500-120497 SA-ZX3, includes power supply
2500-120176 SA-ZX3, does not include power supply

RAVK1	RNET AV Kit

Allows	addition	of	a	remote	source	component	to	a	Russound	RNET	
enabled	Controller	Amplifier.	Encoder	and	Decoder	convey	stereo	audio,	
video,	and	control	signals	up	to	300	feet	(90	m)	over	a	single	CAT-5e	
cable.	Includes:	1	RAVE1,	1	RAVD1	and	1	power	supply.
Shipping Weight: 5.6 oz (158 g)

9590-529399 RAVK1
9590-530265 RAVK1 EU
9590-530272 RAVK1 UK

SRC-C5	Remote Control

Pre-programmed	with	IR	learning	capabilities	for	control	of	electronics	
from	one	remote.	Commands	up	to	8	sources	and	includes	two	favorites	
keys for fast access to satellite channels or radio stations. Backlit buttons.
Shipping Weight 1 lb (.45 kg)

1550-530906 SRC-C5




