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LARC3 - 12VDC ARCHITECTURAL LOW PROFILE LED LINEAR LIGHTBAR

Perfect for under-cabinet lighting, display lighting and 
architectural lighting applications.
 
GM Lighting’s LARC3 Series provides high lumen 
output, low wattage energy efficient LED lighting in an 
architecturally inspired design.

• Dimmable  • 3000K warm white   

• 50,000 hour LED life 

• Units join securely together with lightbar to 			 
	 lightbar connectors (LARC3-BB-1 included)

• Frosted lens available (sold separately)*

Catalog No.	 Color	 Wattage	 Amps per Bar	 Lumens per Bar	 Length	 Finish

LARC3-7-WW-BA	 3000K	 3.6W	 0.3	 112	 7.0”	 Brushed Aluminum 

LARC3-13-WW-BA	 3000K	 7W	 0.6	 225	 13.5”	 Brushed Aluminum

LARC3-19-WW-BA	 3000K	 9W	 0.75	 328	 19.5”	 Brushed Aluminum

LARC3-7-WW-B	 3000K	 3.6W	 0.3	 112	 7.0”	 Black

LARC3-13-WW-B	 3000K	 7W	 0.6	 225	 13.5”	 Black

LARC3-19-WW-B	 3000K	 9W	 0.75	 328	 19.5”	 Black

Each fixture comes complete with (2) mounting screws, (2) straight/angle mounting clips, (1) lightbar to lightbar connector (LARC3-BB-1) 
and (1) 24” lightbar to power supply connector (LARC3-PS-24).  Kelvin temperature (color) ±  200K.

Connectors and Accessories	
		
LARC3-BB-1	 Lightbar to lightbar connector

LARC3-BB-4	 4” flexible lightbar to lightbar connector

LARC3-BB-12	 12” flexible lightbar to lightbar connector

LARC3-BB-24	 24” flexible lightbar to lightbar connector

LARC3-BB-36	 36” flexible lightbar to lightbar connector

LARC3-BB-60	 60” flexible lightbar to lightbar connector

LARC3-PS-24	 24” lightbar to power supply connector

LARC3-PS-48	 48” lightbar to power supply connector

LARC3-PS-60	 60” lightbar to power supply connector

* LARC3-FL-BA	 LARC3 Frosted lens.  Brushed aluminum

* LARC3-FL-B	 LARC3 Frosted lens.  Black

GMSB-W	 Splice box - white
	 2”L x 1”W x 5/8”D

GMSB-B	 Splice box - black
	 2”L x 1”W x 5/8”D

LARC3 Dimensions		
		

Overall Length (with connector)
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Key to Connector Diagrams (above right): 1. Flexible lightbar to lightbar connector.  Available in 4”, 12”, 24”, 36”, 60”.  2. Lightbar to lightbar connector.  
3. Lightbar to power supply connector.  Available in 24”, 48” and 60”.  Please see Quick Reference Guide on page 10 for maximum single runs.  
Please see Power Supplies on page 61.
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