DECORA® PLUS SCREWLESS SNAP-ON WALLPLATES

Commercial Grade Wallplates

Decora Plus Screwless Snap-0On Wallplates

M Sleek, smooth contemporary architectural styling enhances
fine décor

M Exclusive new design eliminates subplate screws

M “Hook and Snap” subplate and wallplate mounting provides
easy, time saving installation

M Decora-compatible two-piece kit allows easy retrofit to any
Decora installation

Hl Tough, unbreakable polycarbonate construction

H Now available in standard and midway sizes that can be
mounted onto larger-volume wallboxes and/or used to hide
wall irregularities.
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Midway Size 4-Gang 4-Decora Ivory 80312-SI SJ264-SI
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5-Gang 5-Decora Ivory 80321-SI SJ265-SI
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& 6-Gang 6-Decora Ivory 80326-SI $J266-SI
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$J26-S « UL Listed (File #E-13397) Environmental: Flammability UL-94, V2 Rating
Midway wallplates can be mounted 0_nto larger- * Meets NEMA Standards WD-1, WD-6 Operating Temperature: -40°C to 120°C
volume outlet boxes and/or used to hide wall - )
irregularities. Midway wallplates are a full = CSA Certified (File #LR-16347)
0.375" higher and wider than standard size = NOM Certified (File #057)
wallplates. « Backed by a Limited Ten-Year Warranty

NOTE: Add 1.81" (46.0mm) for each additional gang.
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Building a Connected World

To learn more about Leviton’s outstanding offering of devices visit our Website at: www.leviton.com




