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EOL-CR, EOL-CW
Universal End-of-Line Device
Mounting Plates
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EOL-CR

General
The EOL-CR and EOL-CW Universal End-of-Line Device
Mounting Plates are used, when required, to place the end-of-
line device at an accessible height. The EOL-CR/-CW consists
of a terminal strip mounted on a heavy gauge metallic single-
gang faceplate, finished in red or white baked enamel; it fits on a
standard single-gang electrical box. The end-of-line device is
included with the corresponding module in the central equip-
ment.

Architectural/Engineering               
Specifications
The End-of-Line Device Mounting Plate shall be model EOL-
CR/-CW. It shall consist of a terminal strip, mounted on a single-
gang faceplate, made of heavy-gauge metal, finished in red
(EOL-CR) or white (EOL-CW), and shall fit on a standard single-
gang electrical box.

Agency Listings and Approvals
The listings and approvals below apply to the EOL-CR and EOL-
CW Mounting Plates for End-of-Line Devices.  In some cases,
certain modules or applications may not be listed by certain
approval agencies, or listing may be in progress.  Consult fac-
tory for latest listing status.

• ULC Listed: File S7547

Ordering Information
EOL-CR: End-of-line device mounting plate (red). Shipping
weight 0.17 kg (6 oz.).

EOL-CW: End-of-line device mounting plate (white). Shipping
weight 0.17 kg (6 oz.).



©2009 by Honeywell International Inc. All rights reserved. Unauthorized use
of this document is strictly prohibited.

Page 2 of 2 — Canadian dn-5964:B • 01/29/09

This document is not intended to be used for 
installation purposes.   We try to keep our prod-

uct information up-to-date and accurate.  We 
cannot cover all specific applications or anticipate 
all requirements.  All specifications are subject to 

change without notice.
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