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79LIND EQUIPMENT LTD.    T: 877.475.LIND    www.lindequipment.net

NOTE: Approvals are CSA and UL for all products on this page unless otherwise noted.

PART NO. FEATURES

35190 User-attachable GFCI plug, 120V/15A, 4-6mA trip level, auto reset

14880R User-attachable GFCI plug, 120V/15A, 4-6mA trip level, manual reset

24230 User-attachable ELCI plug, 120V/15A, 10mA trip level, auto reset

54880R User-attachable GFCI plug, 120V/20A, 4-6mA trip level, manual reset

USER-ATTACHABLE GFCI PLUGS

USER-ATTACHABLE INLINE GFCI

User-attachable GFCI plugs are ideal for providing permanent GFCI protection to existing
equipment.  Simply remove the existing plug and attach the GFCI plug in its place.

User-attachable inline GFCI for use in adding ground fault protection to existing equipment.
25000 unit automatically sense input voltage, which allows use at 120V or 240V.  Other models
operate on either 120V or 240V (see descriptions).  All units have a lighted power-on indicator.

ALL ITEMS ARE:
+  RESET: Manual

+  VOLTS/AMPS: 120V/20A OR 240V/20A (25000 allows use at either)

+  TRIP LEVEL: 4-6mA

PART NO. FEATURES
25000 Dual-voltage 120V/20A AND 240V/20A

25230 120V/20A

30040
30050 
35200 

120V/20A – accepts up to 12/3 ST cable

240V/20A – accepts up to 12/3 ST cable

120V/15A – accepts up to 12/3 SJ type cable   NOTE: This item is automatic reset

USER-ATTACHABLES


