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Skylark Contour®  
in Gray

Skylark®  
in Ivory

Ariadni®   
in Light Almond

Satin Colors®

Hot (HT)

Merlot (MR)

Plum (PL)

Turquoise (TQ)

Taupe (TP)

Eggshell (ES)

Biscuit (BI)

Snow (SW)

Palladium (PD)

Midnight (MN)

Sienna (SI)

Terracotta (TC)

Greenbriar (GB)

Bluestone (BG)

Mocha Stone (MS)

Goldstone (GS)

Desert Stone (DS)

Stone (ST)

Limestone (LS)

Architectural Metals (GRAFIK TTM only)

Satin Brass (SB) 

Bright Brass (BB)

Bright Chrome (BC)

Antique Brass (QB)

Antique Bronze (QZ)

Satin Chrome (SC) 

Satin Nickel (SN)

Bright Nickel (BN)

Clear Anodized (CLA)

Black Anodized BLA)

Brass Anodized (BRA)

Gloss Colors*

White (WH)†

Ivory (IV) †

Almond (AL) †

Light Almond (LA)

Gray (GR)

Brown (BR)

Black (BL) †

Architectural Matte (GRAFIK T and Nove T*® only)

White (WH)

Beige (BE)

Ivory (IV)

Almond (AL)

Light Almond (LA)

Gray (GR) 

Taupe (TP)

Sienna (SI)

Brown (BR)

Black (BL)

*  Not available for GRAFIK T
† � Available colors for 

CasétaTM Wireless
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C•L® dimmer model information and key applications

Wireless Controls

Caséta Wireless lamp 
dimmer with Pico remote

CasétaTM Wireless 
in‑wall dimmer with 
Pico® remote

For more information visit www.lutron.com/casetawireless

*	 XX denotes gloss color suffix, YY denotes Satin Colors® suffix, ZZ denotes gloss or Satin Colors suffix. See page 5 for details.

Traditional opening dimmers Designer opening dimmers Architectural dimmers Sensor

Ariadni® Skylark® Skylark 
Contour®

Diva® Maestro® Nova T*® GRAFIK TTM Maestro C•L® 
dimmer sensor

Model 
number

AYCL-153P-XX* AYCL-253P-XX* SCL-153P-XX* CTCL-153P-XX* DVCL-153P-XX*

DVSCCL-153P-YY*

DVCL-253P-XX*

DVSCCL-253P-YY*

MACL-153P-ZZ* NTCL-250P-XX‡ GT-150-WH† GT-250M-WH† MSCL-OP153M-ZZ*

Amperage/
wattage

150 W dimmable 
CFL/LED

600 W 
incandescent/
halogen

250 W dimmable 
CFL/LED

600 W 
incandescent/
halogen

350 W  
Lutron Hi‑lume® 
A‑Series LTE 
LED driver  
(max 8 drivers)

150 W dimmable 
CFL/LED

600 W 
incandescent/
halogen

150 W dimmable 
CFL/LED

600 W 
incandescent/
halogen

150 W dimmable 
CFL/LED

600 W 
incandescent/
halogen

250 W dimmable 
CFL/LED

600 W 
incandescent/
halogen

350 W  
Lutron Hi‑lume  
A‑Series LTE 
LED driver  
(max 8 drivers)

150 W dimmable 
CFL/LED

600 W  
incandescent/
halogen

250 W dimmable  
CFL/LED

1000 W  
incandescent/
halogen

3.3 A (400 W)  
Lutron Hi‑lume 
A-Series LTE  
LED drivers  
(max 10 drivers)

150 W dimmable 
CFL/LED

600 W  
incandescent/
halogen

250 W dimmable 
CFL/LED

600 W incandescent/
halogen

400 VA MLV

3.3 A (400 W)  
Lutron Hi-lume 
A-Series LTE  
LED drivers  
(max 10 drivers)

150 W CFL/LED

600 W  
incandescent/
halogen

3-way/single-
pole/multi-
location

3-way/
single‑pole

3-way/
single‑pole

3-way/
single‑pole

3-way/
single‑pole

3-way/
single‑pole

3-way/
single‑pole

3-way/single pole/
multi‑location

Single‑pole 3-way/single‑pole/
multi‑location

3-way/single‑pole/
multi‑location

3-way/multi‑location

Voltage 120 V 120 V 120 V 120 V 120 V 120 V 120 V 120 V 120 V 120 V 120 V

Compatible 
with Lutron 
LED drivers

P P P P

Key 
applications

Kitchen,  
dining room,  
private office

Ballroom,  
hotel lobby,  
restaurant

Kitchen,  
dining room,  
private office

Kitchen,  
dining room,  
private office

Kitchen,  
dining room,  
private office

Ballroom,  
hotel lobby,  
restaurant

Kitchen,  
dining room,  
private office

Ballroom,  
hotel lobby,  
restaurant

Bedroom,  
bathroom,  
home theatre

Ballroom,  
hotel lobby,  
restaurant

Kitchen,  
kid’s room


