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PRODUCT PART # DESCRIPTION DIMENSIONS

HECC Rough-In Bracket  (Replacement) 364581-01 Replacement part that allows the location of the  N/A 
    HECC to be marked during construction. Designed  
    for both new and retrofit applications. 

lyriQ Source Input Mounting Plate 364886-01 Replacement part that mounts in the HECC to hold  2.5" H x 6.8" W 
    the single or triple source inputs.

Replacement HECC Retrofit Clip Kit (Pair) 364856-01 Mounting clips for the HECC retrofit applications. N/A

ENTERTAINMENT/Video

HOME ENTERTAINMENT CONNECTION CENTER

PRODUCT PART # DESCRIPTION DIMENSIONS

Home Entertainment Connection Center 7.1 HT1000   10" H x 9" W x 
     3.5" D

The HECC provides a single connection point for 
satellite/cable, video, phone, data and speakers.  
It conceals messy wires behind the wall and 
features universal keystone insert support for 
easy installation and use. The HECC ships with 
a bracket for new construction, lyriQ™ Source 
Input Mounting Plate, and a cover for seamless 
installation.
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INSTALLATION AT-A-GLANCE 
HOME ENTERTAINMENT CONNECTION CENTER

1.   Install the included pre-construction bracket at 
outlet height near the home entertainment center.

  
2. Insert the HECC into the bracket.
  
3.  Run 16/4 speaker wire from the HECC to each pair 

of speakers.
  
4.  Connect cables from the entertainment center to 

the HECC.
  
5.  Run two Cat 5 cables from the HECC to the On-Q 

enclosure.

ENTERTAINMENT/Video

PASSIVE VIDEO MODULES

PRODUCT PART # DESCRIPTION DIMENSIONS

1x6 Passive Video Module, DBS, 1 GHz 364223-01  4" H x 6.5" WModule distributes a CATV or antenna signal 
to one to six television outlets. It features 
gold-plated high performance connections for 
digital satellite service and supports dual LNB 
connections for digital satellite systems.

PRODUCT PART # DESCRIPTION DIMENSIONS

1x8 Passive Video Module, DBS, 1 GHz 364224-01   4" H x 6.5" W  
  
  

Module distributes a CATV or antenna signal 
to one to eight television outlets. It features 
gold-plated high performance connections for 
digital satellite service and supports dual LNB 
connections for digital satellite systems.

PRODUCT PART # DESCRIPTION DIMENSIONS

1x4 Passive Video Module, DBS, 1 GHz 364222-01  4" H x 6.5" WModule distributes a CATV or antenna signal 
to one to four television outlets. It features 
gold-plated high performance connections for 
digital satellite service and supports dual LNB 
connections for digital satellite systems.

TECHNICAL SPECIFICATIONS
 1 GHz MODULES  1X4 PASSIVE VIDEO 1X6 PASSIVE VIDEO 1X8 PASSIVE VIDEO
  364222-01 364223-01 364224-01

 INSERTION LOSS 

 5-10 MHz   7 dB Max.   9 dB Max. 11 dB Max.

 10-600 MHz   8 dB Max. 10 dB Max. 12 dB Max.

 600-1000 MHz   8 dB Max. 11.5 dB Max. 12 dB Max.

 

 INPUT RETURN LOSS
 5-10 MHz -18 dB Max. -18 dB Max. -18 dB Max.

 10-600 MHz -20 dB Max. -20 dB Max. -20 dB Max.

 600-1000 MHz -16 dB Max. -16 dB Max. -16 dB Max.

 

 PORT TO PORT ISOLATION
 5-10 MHz -25 dB Max. -25 dB Max. -25 dB Max.

 10-600 MHz -25 dB Max. -25 dB Max. -25 dB Max.

 600-1000 MHz -22 dB Max. -20 dB Max. -20 dB Max.  


