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Piercing Clips

Probe Pins

Banana Plugs

Pressure Module

Test Leads

Current Probe

Inductive Pick-up

ScopeMeter 
Accessory Kits

TP81 and TP82 Insulation Piercing
Clip Set 
• Banana jack accepts all DMM

and banana jack leads
• Available for 4 mm input,

modular connection with
TP81 or available as a 2 mm input to slip
onto probe tips with the TP82

• Tested to 60 V DC

TP84 Oxygen Sensor Insulation
Piercing Clip
• Banana jack accepts all

DMM and banana
jack leads (4 mm)

• Tested to 60 V DC 

TP88 Rigid Back Probe Pin Set
• Slides onto test probes measuring 

2 mm
• Tested to 60 V DC 

TP40 Automotive Back 
Probe Pins (five)
• Banana jack accepts all DMM

and banana jack leads (4 mm)
• Tested to 60 V DC

BP880 BNC to 
Female Double Stacking
Banana Plug
BP881 BNC to Male
Double Stacking Banana
Plug
• Allows for hands-free

testing in controlled voltage
environments 500 VRMS
maximum

• Banana plug is nickel-plated, beryllium
copper for low contact resistance

• The BNC shell is plated for tarnish
resistance

• Operating temperature +50°C maximum

TL28A Automotive 
Test Lead Set
• Flexible silicone insulated leads

are heat and cold resistant
• Cat I 30 V, 10 A

PV350 Pressure 
Vacuum Module
• Compatible with all Fluke 

and most popular DMMs
• Digital pressure and 

vacuum measurements in a 
single module

• Transducer sealed in 316 stainless steel
compatible with variety of liquids and gases

• Measures vacuum to 76 cm Hg
• Display results in English (psig or Hg) or

metric (kPa or cm Hg) units
• Measures pressure to 500 psig (3447 kPa)

BP880

BP881

TLK281 SureGrip™
Automotive 
Test Lead Kit
Kit contains:
• TP81 Insulation

Piercing Clip Set
• TL224

SuregripTM

Silicone Test
Lead Set

• TP220 SuregripTM Test Probe Set
• AC220 SuregripTM Alligator Clip Set
• AC285 SuregripTM Large Jaw Alligator Clip Set
• Soft Case

TLK282 SureGrip™
Deluxe Automotive
Test Lead Kit
Kit contains:
• TP81 Insulation

Piercing Clip Set
• TP40

Automotive Back
Probe Pins (five)

• TL224 SuregripTM

Silicone Test Lead Set
• TP220 SuregripTM Test Probe Set
• AC220 SuregripTM Alligator Clip Set
• AC285 SuregripTM Large Jaw Alligator 

Clip Set
• AC280 SuregripTM Hook Clip Set
• Soft Case

90i-610s AC/DC Current Probe (600 A)
• Current Range: 2 to 600A DC or

AC Peak 
• Basic Accuracy (DC to 400Hz): 

± (2% of reading + 1A) 
• Output Signal: 100A range:

10mV/A 600A range: 1mV/A 
• Frequency Range: 40Hz to

400Hz 
• Working Voltage: 600V 

AC rms 
• Maximum Conductor Diameter: 34 mm

RPM80 Inductive 
Pick-up
• Provides RPM readings

TL 82 Automotive Pin & 
Socket Adapter Kit
This set of male and female
adapters allows you to make firm
connection to pin and socket
connectors. 
Kit contains: 
• Retractable shrouded test lead set
• Complete set of 8 pin-and-socket

adapters with flexible tips
• One red and black in different sizes
• Rated to 60 V DC

SCC128
Automotive
Accessory Kit 
(120 Series)

SCC198
Automotive
Accessory Kit 
(190 Series)

These kits provide a host of accessories that
allow you to easily and quickly make
measurements on automotive electronic
systems using a 120 or 190 Series ScopeMeter.


