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Canlyte Lighting Resource Guide

For style, quality and value, nothing outperforms Lightolier’s 
Basic series. These popular Lytespots come in a variety of 
shapes and sizes and feature crisply defined contours, con-
cealed fasteners and dressed and concealed wiring. The 
Basic series provides maximum value at reasonable cost.

PAR Ring Front Relamping

2 colours. 

PAR Ring

Simple, basic form designed for the 3 popular PAR sizes. For 
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Accessory Holder Springs: 0087
Designed to be installed along the edge of the lampholder. Holds 1 accessory. See p. 624 for accessories.

55215WH White
55215BK Black

PAR20

6278WH White 
6278BK Black
50W PAR20

55242WH White
55242BK Black

PAR30S

55241WH White
55241BK Black
75W PAR30S

PAR30S

6282WH White
6282BK Black
75W PAR30S

PAR Ring

PAR Ring Front Relamping

PAR20
9120WH  White
9120BK  Black
75W A19 
50W PAR20  
50W R20

PAR30
9530WH  White
9530BK  Black 
100W A19
75W PAR16, PAR30 

9538WH  White
9538BK  Black

6320WH White
6320BK Black

300W BR40
150W A21
50W PAR20
55W PAR16 
75W PAR30

Accessories: 
55207BK  
Black Barn Doors

Roundback

This simple form is scaled to accommodate the compact 
PAR tungsten-halogen lamps. Constructed of durable steel 
with black phenolic baffle.

Universal

Internal black band on all cowls reduces glare. A sliding 
socket accommodates a variety of lamps. 

BasicRoundback

Universal


