T12 / I ] ELECTROMAGNETIC BALLASTS

High Output

Rapid Start Lamps

HIGH POWER FACTOR  SOUND RATED C
Min. P . Input
Lamp Data Starting | Input Catalog LA clll':?: o Power | Ballast| THD |Power Dim Wiring
Temp. | Volts Number == | (Amps) ANSI | Factor % | Factor " | Dia.
Number |Watts| (F) @ @ @ SN (Watts)
F72T12/HO (800mA)
120 RC-2S585-TP 4 v 0.98 100 0.82 <35 085 | R9 | 39
RS-110-TP @ 4 4 0.96 113 0.98 <30 098 | R-9 20
1 85 -20 240 YS-2S85-TP v v 0.53 99 0.83 <35 0.78 | R-9 | 126
977 VC-2585-TP 4 v 0.47 99 0.81 <35 076 | R-9 | 39
VS-110-TP @ 4 4 0.44 116 0.99 <30 0.95 | R-9 20
RC-2S85-TP 4 v 1.54 184 0.91 <15 0.99
-20 120 RS-25110-TP @ 4 4 1.85 214 1.00 <15 0.96 | R-9 21
R-2S110-TP Mark Il | v | v 1.60 193 095 | <15 | 0.99
50 240 YS-2585-TP 4 v 0.75 173 0.89 <20 096 | R-9 | 125
2 85 YS-2S110-TP v 0.88 203 0.99 <15 0.96
VC-2585-TP 4 v 0.67 180 0.90 <20 0.97
-20 277 VS-25110-TP @ 4 4 0.80 207 0.99 <15 093 | R-9 21
o V-25110-TP Mark 1II 4 v 0.75 201 0.98 <20 0.97
S5 347 G-25110-TP Mark 11l v 0.57 193 | 094 | <20 | 0.98
2 = RC-4S60-TP m v v 2.40 291 0.90 <15 0.99 | R-9 8
=3 3 85 | -20 | 120
S = RC-4S85-TP W 4 4 217 256 0.81 <15 0.98 | R-11 9
é ;—5: 4 85 -20 120 RC-4S85-TP W 4 v 2.73 323 0.75 <10 099 | R-11| 13
—
- F73T12/HO (1000mA)
2 [100] -20 | 120 [ Rs-25100-TP [V ] [ ] 200 | 226 [ 112 | <15 [ 094 [ R9 | 21
F84T12/HO (800mA)
120 RC-2S85-TP v 1.03 113 0.83 <30 0.91
1 100 | -20 R9 | 39
277 V/C-2S85-TP v 0.47 104 0.81 <35 0.80
120 RC-2S85-TP v 1.76 209 0.90 <15 0.99
2100 | 50 R9 | 21
277 VC-2585-TP 4 0.73 198 0.89 <20 0.98
® Sound Rated B e — j DIMENSIONS
W Sound Rated D e Desionation | LENOth (L) | Width (W) | Height () | Mounting (M)
9 (inches) (inches) (inches) (inches)
R-9 1134 3%e 2% 11%a
Note: insulate unused leads individually as R-11 14%e 3%1e 2% 13%
shown on ballast label
Diag. 8
o [ camp ] ‘[\
H
BLUE
— =" *oieg 20
Note: insulate unused leads individually = Case “R”
as shown on ballast label
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'Di;;f1 3‘ R i |Refer to pages 8-32 to 8-41 for lead lengths and shipping data|
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Min. _— . Input
Lamp Data Starting | Input Catalog Certitications Ctl;::l:nl Power | Ballast | THD |Power Dim Wiring
Temp. | Volts Number _ ANSI | Factor % | Factor * | Dia.
D == | (Amps)
Number |Watts| (F) ) e (Watts)
F96T12/HO Energy Saver (840mA)
120 RS-110-TP @ Vv 1.00 121 0.94 <35 | 0.99
1 R- 2
% 60 277 VS-110-TP @ |V 0.47 125 0.95 <35 | 0.96 S 0
120 RS-25110-TP @ |V 1.91 221 0.95 <15 | 0.96
R-25110-TP Mark III 2 1.70 203 0.91 <20 | 0.99
240 YS-25110-TP v 0.94 216 0.92 <20 0.96
2 R- 21
% %0 077 VS-25110-TP oV 0.84 222 094 | <20 | 0.95 S
V-28110-TPMarkinl | v | vV | V | ¥/ 0.79 210 093 | <25 | 0.96
347 G-25110-TP Mark III v/ v/ 0.61 201 0.90 <20 | 0.95
F96T12/HO (800mA)
120 RC-2585-TP o/ 1.07 121 0.84 <25 | 094 | R-9 | 39
RS-110-TP @ |V 1.20 140 0.98 <35 | 097 | R9 | 20
1 110 -20 240 YS-2S85-TP v v 0.57 120 0.85 <30 0.88 | R-9 | 126
977 VC-2585-TP o/ 0.48 114 0.83 <30 | 0.85 | R-9 | 39
VS-110-TP @ | v 0.54 145 1.00 <30 | 097 | R9 | 20
120 RS-25110-TP @ v v 214 255 1.01 <15 0.99
R-2S110-TPMarkinl | v | vV | vV | V 2.00 237 095 | <15 | 0.99
240 YS-25110-TP v 1.10 253 0.97 <15 0.96
2 110 -20 R-9 21
977 VS-25110-TP @ 4 4 0.94 253 0.99 <15 0.97
V-25110-TP Mark 11 v 4 v 4 0.90 245 0.98 <20 0.98
347 G-25110-TP Mark IIT 4 4 0.69 237 0.95 <20 0.99
3 110 -20 120 RC-4S85-TP W v 4 2.50 292 0.75 <15 097 | R-11 9
® Sound Rated B
W Sound Rated D DIMENSIONS
e —— Length (L) Width (W) Height (H) Mounting (M)
R— . LR (inches) (inches) (inches) (inches)
e I = R-9 1% 3% 2% 1%
— R-11 14%s 3% 2% 13%

r—————1{ s | —
LAMP 4

Note: insulate unused leads individually
as shown on ballast label
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“FOR SINGLE LAMP OPERATION, INSULATE
YELLOW LEADS INDIVIDUALLY FOR 600V
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|Refer to pages 8-32 to 8-41 for lead lengths and shipping data|
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Case “R”
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