
Weights

Fixture Units

Wt. kg (lbs) Catalog Number

3.4 (7.6) AAU-1N

3.4 (7.6) AAU-15N

4.9 (10.7) AAU-2NS

9.2 (20.3) AAU-5NS

6.8 (15.0) AAUA-15

8.2 (18.0) AAUA-2

Mounting Hoods
Type Wt. kg (lbs)

Pendant 0.6 (1.3)

Ceiling 2.2 (4.8)

Stanchion 0.7 (1.6)

Long Bracket 4.0 (8.9)

Short Bracket 2.2 (4.8)

Guards
Wt. kg (lbs) Catalog Number

0.2 (0.4) AAGU-1

0.4 (0.8) AAGU-2

0.9 (1.9) AAGU-5

0.2 (0.5) AAGUA-15

Standard Reflectors
Wt. kg (lbs) Catalog Number

1.3 (2.8) AARP-2ST

1.0 (2.1) AARW-15ST

1.3 (2.9) AARW-2ST

2.0 (4.3) AARW-5ST

1.0 (2.1) AARW-15ST

30˚° Angle Reflectors
Wt. kg (lbs) Catalog Number

1.5 (3.3) AARP-2AN

1.0 (2.1) AARW-15AN

1.1 (2.4) AARW-2AN

3.2 (7.0) AARW-5AN

1.0 (2.1) AARW-15AN

High Bay Reflectors
Wt. kg (lbs) Catalog Number

1.3 (2.9) AARE-2HB

1.8 (3.9) AARE-5HB

A-51™ Incandescent Factory Sealed Luminaires
Explosionproof
Suitable for use in Wet Locations. UNILETS® for use with Threaded Metal Conduit.

NEC/CEC: 
Class I, Division 1 and 2, Groups A, B, C, D. 
Class II, Division 1 and 2, Groups E, F, G 
Class III

Illustrated Features

Incandescent/Area: NEC/CEC Explosionproof
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A-51™ Incandescent Factory Sealed Luminaires
For Group C and D Locations. Explosionproof
Suitable for use in Wet Locations. UNILETS® for use with Threaded Metal Conduit.

Type Fixture Size Catalog Number

Standard Dome

406.4 (16.00)

Porcelain
406.4 (16.00)

Polyester

(Not for use with short brackets) Porcelain Polyester
100 W (AAU-1N) AARW-15ST —
150-300 W (AAU-15N) AARW-15ST —
200-300 W (AAU-2NS) AARW-2ST AARP-2ST

30˚ Angle

30
4.8

 (12
.00

)

Porcelain

30
4.8

 (12
.00

)

Polyester

100 W (AAU-1N) AARW-15AN —
150-300 W (AAU-15N) AARW-15AN —
200-300 W (AAU-2NS) AARW-2AN AARP-2AN

Colored Glass Globes

Amber

100 W (AAU-1N) AAGL-1A
150-300 W (AAU-15N) AAGL-1A
200-300 W (AAU-2NS) AAGL-2A

Green

100 W (AAU-1N) AAGL-1G
150-300 W (AAU-15N) AAGL-1G
200-300 W (AAU-2NS) AAGL-2G

Red

100 W (AAU-1N) AAGL-1R
150-300 W (AAU-15N) AAGL-1R
200-300 W (AAU-2NS) AAGL-2R

Replacement Socket

100 W (AAU-1N) — Medium Base AASP-11
150-300 W (AAU-15N) — Medium Base AASP-22
200-300 W (AAU-2NS) — Medium Base AASP-44

Connection Block

Fits A-51 Mounting Hoods

100-300 W VPT-7

Globe Gaskets — Fiber and Aluminum

Requires one of each Fiber Aluminum
100-300 W (AAU-1N and AAU-15N) AASP-15V AASP-15A
200-300 W (AAU-2NS) AASP-2V AASP-2A

NEC/CEC — For Group C and D: 
Class I, Division 1 and 2, Groups C, D 
Class II, Division 1 and 2, Groups E, F, G 
Class III
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A-51™ Incandescent Factory Sealed Luminaires
For Group A and B Locations. Explosionproof
Suitable for use in Wet Locations. UNILETS® for use with Threaded Metal Conduit.

NEC/CEC: 
Class I, Division 1 and 2, Groups A, B, C, D 
Class II, Division 1 and 2, Groups E, F, G 
Class III

Hub Size  
(Inches)

Catalog  
Number 

Pendant  — One Hub, Rigid or Flexible Mounting 

100-200 W (AAUA-15) 1/2 AAPA1550

PS-25 3/4 AAPA1575

200-300 W (AAUA-2) 1/2 AAPA2050

PS-30 3/4 AAPA2075

Ceiling — Four Hubs, Three Close-up Plugs

100-200 W (AAUA-15) 1/2 AACA1550

PS-25 3/4 AACA1575

200-300 W (AAUA-2) 1/2 AACA2050

PS-30 3/4 AACA2075

15˚ Short Bracket — Two Hubs, One Close-up Plug

100-200 W (AAUA-15) 1/2 AASBA1550

PS-25 3/4 AASBA1575

200-300 W (AAUA-2) 1/2 AASBA2050

PS-30 3/4 AASBA2075

Reflectors

Porcelain Polyester

406.4 (16.00) 406.4 (16.00)

Standard Dome Porcelain Polyester

100-200 W (AAUA-15) AARW-15ST

200-300 W (AAUA-2) AARW-2ST AARP-2ST

30
4.8

 (1
2.0

0)

30
4.8

 (1
2.0

0)

30˚ Angle

100-200 W (AAUA-15) AARW-15AN

200-300 W (AAUA-2) AARW-2AN AARP-2AN

 See A-51™ Incandescent Factory Sealed Luminaire Classified Area Suitability page for suitability of specific fixtures.

 Add suffix -G to catalog number for optional guard.

 Shaded area indicates pendant mount is suitable for Class I, Group A in addition to other applicable area suitabilities. 
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