
E5.13www.panduit.com For service and technical support, call 800-777-3300.

Identification and Safety Solutions
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Roll of Signs
Keep multiple safety signs for on-the-spot placement.

• Convenient, portable and economical

• 7" x 10" signs are surface-printed on 0.004" vinyl with  
permanent acrylic adhesive back 

• Matte material is moisture-resistant 

• Compact roll protects additional sign versions underneath

• Simply peel-and-stick; adheres to most surfaces

• Available in two roll size options: 
50 per roll and 100 per roll

50 / Roll PVS0710W4025-L
100 / Roll PVS0710W4025-C

50 / Roll PVS0710C4029-L
100 / Roll PVS0710C4029-C

50 / Roll PVS0710D4019-L
100 / Roll PVS0710D4019-C

Available Sizes Codes
7" x 10" 0710
10" x 14" 1014
14" x 10" 1410

Available Materials Codes
Adhesive Vinyl (Each) PVS
Polyester Laminated Vinyl (Each) PLVS
Polyethylene Plastic (Each) PRS
Aluminum (Each) PAS

Select Size Code:  
07102

How to Order Signs:
Select Material Code:  
PVS1

Combine Codes in Specific Order 
for Complete Part Number: PVS0710D71304Select Sign Base Part Number: 

D71303

LOCK OUT
BEFORE SERVICING
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HERE

PVS0204C177Y

THE FOLLOWING STEPS MUST
BE PERFORMED WHEN LOCKING
OUT EQUIPMENT:
1  -  Identify all potential hazards
       and energy sources.
2  -  Inform operator / supervisor about
         work to be performed. 

3  -  Prepare equipment for shutdown.

4  -  Shutdown / turn off equipment.

5  -  Isolate and LOCKOUT energy sources.

6  -  Release all stored energy.

7  -  Test equipment for zero energy state.

8  -  Clear personnel / tools before
       and after job.
9  -  Remove locks and tags when work
       completed.
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WARNING
RISK OF FIRE OR ELECTRIC SHOCK
The opening of the branch-circuit protective device may be
an indication that a fault current has been interrupted.

All current carrying parts and other componenets protected
by this device should be examined and replaced if damaged.

If burnout of a current element of an overload relay occurs,
the complete overload relay must be replaced.

SHORT CIRCUIT CURRENT kA; VMAX
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