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Grounding and Bonding

L.9www.panduit.com For service and technical support, call 800-777-3300 (outside the U.S. and Canada, see back cover).

● �Patented, creates an electrical bond between the 
mounting rails and equipment

● �Conforms to EIA-310 specifications for racks 
and cabinets

● �Made from high carbon steel
● �Easily installed with a Phillips, flat blade, or 

nut screwdriver

Bonding Cage Nuts

Thread-Forming Screws
● �Thread-forming, provide a bond to the rack or cabinet  

by removing paint from threaded holes and minimizing  
metal shavings

● �Easily installed with 5/16" (8mm) socket head wrench  
or flat blade screwdriver

Part Number Part Description

Std.
Pkg.
Qty.

CNB4K Green bonding cage nut, includes four #12-24 bonding cage nuts 
(.06 – .11 thick panel) and four #12-24 x 1/2" bonding screws with  
#2 Phillips/slotted combo hex head (use 5/16" or 8mm socket). Ideal for 
patch panel applications.
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CNBK Green bonding cage nut, includes 50 #12-24 bonding cage nuts 
(.06 – .11 thick panel) and 50 #12-24 x 1/2" bonding screws with  
#2 Phillips/slotted combo hex head (use 5/16" or 8mm socket).
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Part Number Part Description

Std.
Pkg.
Qty.

RGTS-CY Thread-forming grounding screw, #12-24 x 1/2". 100

RGTSM6-C Thread-forming grounding screw, M6 x 12mm. 100

RGTS1032-C Thread-forming grounding screw, #10-32 x 1/2". 100

RGTSM5-C Thread-forming grounding screw, M5 x 12mm. 100

Paint Piercing Grounding Washer Kit
● �Bonds frame members on bolt-together racks
● �No paint scraping required
● �Green color-coding to indicate bonding application

● �Engineered to comply with US and International  
grounding requirements

Part Number Part Description

Std.
Pkg.
Qty.

RGW-100-1Y 100 paint piercing bonding washers for 3/8" (M8) stud size; .875" 
(22.2mm) O.D.; provided with .16 oz. (5cc) of antioxidant.
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