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Non-Conductive Safety Padlocks

Aluminum body and shackle with non-conductive vinyl cover delivers protection 
against electrical hazards for maximum safety, specifically in lockout/tagout 
applications. Padlock is available with the standard 1.77" body or 3.00" long body 
design that allows safety message to be displayed on the padlocks in two languages.

Color
Body Height

1.77" (45.2mm)
Body Height

3.00" (76.2mm)
Std.
Pkg.
Qty.Part Number

Black PSL-8BL PSL-8BL-LB 1

Blue PSL-8BU PSL-8BU-LB 1

Green PSL-8GR PSL-8GR-LB 1

Orange PSL-8OR PSL-8OR-LB 1

Red PSL-8 PSL-8-LB 1

Yellow PSL-8YL PSL-8YL-LB 1

Purple PSL-8PU PSL-8PU-LB 1

Brown PSL-8BR PSL-8BR-LB 1

Color

Body Height 1.62" 
(41.1mm) 

Shackle Height 
1.00" (25.4mm)

Body Height 1.62" 
(41.1mm) 

Shackle Height 
3.00" (76.2mm)

Body Height 1.25"
(41.1mm) 

Shackle Height 
1.00" (25.4mm)

Std.
Pkg.
Qty.

Part Number

Black PSL-7BL PSL-7BL-LS PSL-12BL 1

Blue PSL-7BU PSL-7BU-LS PSL-12BU 1

Green PSL-7GR PSL-7GR-LS PSL-12GR 1

Orange PSL-7OR PSL-7OR-LS PSL-12OR 1

Red PSL-7 PSL-7-LS PSL-12 1

Yellow PSL-7YL PSL-7YL-LS PSL-12YL 1

Purple PSL-7PU PSL-7PU-LS PSL-12PU 1

Brown PSL-7BR PSL-7BR-LS PSL-12BR 1

Specialty Padlocks

Part No. Color Part Description Std. Pkg. 
Qty.

PSL-9 Silver Harsh environment padlock; 
shackle height  1.00" (25.4mm) 1

PSL-9-LS Silver Harsh environment padlock; 
shackle height  3.00" (76.2mm) 1

PSL-CS Red Flexible shackle padlock;
 shackle height  5.00" (127.0mm) 1

Harsh environment padlocks are created 
with a solid brass body with a chrome 
finish and stainless steel shackle for use 
in severe weather and environmental 
conditions. Flexible shackle padlocks allow 
movement of the lock body in order to 
close the panel door

Aluminum Padlocks

Self-Laminating Padlock Labels

Part No. Color Std. Pkg. 
Qty.

Std. Ctn. 
Qty.

PSL-PL1BLKY Black 25 150

PSL-PL1BLUY Blue 25 150

PSL-PL1GRNY Green 25 150

PSL-PL1REDY Red 25 150

PSL-PL1WHTY White 25 150

PSL-PL1YELY Yellow 25 150

PSL-PL1REDY-D Red Label with DANGER header 25 150

PSL-PL1REDY-P Red Label with DANGER header in Portuguese 25 150

• Used to identify employees’ locks; employees sign the label, attach it to the 
padlock, and overwrap with the clear vinyl to protect the legend

• Available in six colors for departmental coding
• One-piece design is easy to use
• Width:  10.00 inches
• Height:  0.75 inches

Labels are designed with blank write-on area for name and department designation 
and can be clearly identified with Panduit permanent marking pens.

800.777.3300  |  Panduit.com

Solid aluminum body with anodized aluminum finish design can withstand extreme 

environmental conditions for improved durability and enhanced corrosion resistance. 
These padlocks are available with standard 1.50" x 1.62" body or ultra-compact 

1.25" x 1.37" body for lockout operations in tight spaces. 
PSL-8 and PSL-8-LB
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