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Code Recognition

Ex
pa
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io

n 
An

ch
or

s

PB+ (Power-Bolt+)
/ PB-Pro

10 • • • • • • • • • • • • ICC-ES ESR 3260

Power-Bolt 01 • • • • • • • • • • • • • • • •

Power-Stud+ SD1 12 • • • • • • • • • • • • • •

ICC-ES  
ESR-2818 & 2966

LARR-25787  
& 25864

Power-Stud+ SD2 12 • • • • • • • • •
ICC-ES ESR-2502

LARR-25831

Power-Stud+  
SD4/SD6

13 • • • • • • • • • • ICC-ES ESR 2502

Power-Stud HD5 13 • • • • • • • •

Power-Stud 14 • • • • • • • • • • • • • • • • • •

Lok-Bolt AS 15 • • • • • • • • • • • • • • • • •

Set-Bolt 16 • • • • • •

Atomic+ Undercut 14 • • • • • • • • • • ICC-ES ESR 3067

Sc
re

w
 A

nc
ho

rs

Wedge-Bolt+ /
Wedge-Bolt

17 • • • • • • • • • • • • • •
ESR-2526 & 1678

LARR-25808

Tapper+X /  
Tapper+ / Tapper

18 • • • • • • • • • • • • • • • •
ICC-ES ESR-3068,  

3042, 3213; 
3196

Miami-Dade NOA

Ro
d 

Ha
ng

in
g 

Sy
st

em Vertigo+ / Vertigo 25 • • • • • • • • • • • ICC-ES ESR-2526

Bang-it 26 • • • • • • • • • • ICC-ES ESR-3567

Wood-Knocker 26 • • • • • • • • • • ICC-ES ESR-3567

•	 Suitable

May be Suitable

SELECTION GUIDE
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Carbon Steel Flat Head Power-Bolt®
 

Flat Head Carbon steel Power-Bolt anchors are manufactured using a Grade 5 
bolt. They are plated with a commercial bright zinc finish and have a supplemen-
tary chromate treatment in accordance with ASTM Specification B 633. 

The flat head Power-Bolt anchor has a hex key insert formed in the head of the 
bolt. Each box contains an Allen wrench which matches the insert size.
Cat. No. Size Drill Dia. Min. Depth Std. Box Std. Ctn.

6981 3/8" x 3-3/4" 3/8" 2" 50 300
6982 3/8" x 5" 3/8" 2" 50 300
6983 3/8" x 6" 3/8" 2" 50 300
6984 1/2" x 5" 1/2" 2-1/2" 25 150
6987 5/8" x 5-1/2" 5/8" 2-3/4" 15 90

The published length is the overall length of the anchor.

 
 
 

Code listed
ICC-ES ESR-2818

cracked concrete  

Code listed
ICC-ES ESR-2966 

Masonry   
 
 city of los angeles 

LARR-25787 (Concrete)  
city of los angeles 

LARR-25864 (Masonry)   
 
Power-Stud®+ SD1 
Wedge Type Expansion Anchor       
Base Material	

Normal-Weight Concrete, Sand-Lightweight Concrete, Concrete over Metal Deck, 
Grout-Filled Masonry
Size Range

1/4" diameter, 3/8" diameter through 1-1/4" diameter (cracked and  
uncracked concrete) 
Anchor Material			 

Zinc Plated Carbon Steel Body and Expansion Clip, with Nut and Washer

The Power-Stud+ SD1 anchor is a fully threaded, torque-controlled, wedge 
expansion anchor which is designed for consistent performance in cracked and 
uncracked concrete. Suitable base materials include normal-weight concrete, 
structural sand-lightweight concrete and concrete over metal deck. The anchor is 
manufactured with a zinc plated carbon steel body and expansion clip.  
Patented & Additional Patents Pending
Power-Stud+ SD1 Carbon Steel Body & Expansion Clip
Cat. No. size Thread Length Std. Box Std. Ctn.

7400SD1* 1/4" x 1-3/4" 3/4" 100 600
7402SD1 1/4" x 2-1/4" 1-1/4" 100 600
7404SD1 1/4" x 3-1/4" 2-1/4" 100 600
7410SD1* 3/8" x 2-1/4" 7/8" 50 300
7412SD1* 3/8" x 2-3/4" 1-3/8" 50 300
7413SD1 3/8" x 3" 1-5/8" 50 300
7414SD1 3/8" x 3-1/2" 2-1/8" 50 300
7415SD1 3/8" x 3-3/4" 2-3/8" 50 300
7416SD1 3/8" x 5" 3-5/8" 50 300
7417SD1 3/8" x 7" 5-5/8" 50 200
7420SD1* 1/2" x 2-3/4" 1" 50 200
7422SD1 1/2" x 3-3/4" 2" 50 200
7423SD1 1/2" x 4-1/2" 2-3/4" 50 200
7424SD1 1/2" x 5-1/2" 3-3/4" 50 150
7426SD1 1/2" x 7" 5-1/4" 25 100
7427SD1 1/2" x 8-1/2" 6-3/4" 25 100
7428SD1 1/2" x 10" 8-1/4" 25 100
7430SD1* 5/8" x 3-1/2" 1-1/2" 25 100

Cat. No. size Thread Length Std. Box Std. Ctn.

7432SD1 5/8" x 4-1/2" 2-1/2" 25 100
7433SD1 5/8" x 5" 3" 25 100
7434SD1 5/8" x 6" 4" 25 75
7436SD1 5/8" x 7" 5" 25 75
7438SD1 5/8" x 8-1/2" 6-1/2" 25 50
7439SD1 5/8" x 10" 8" 25 50
7440SD1* 3/4" x 4-1/4" 1-3/4" 20 60
7441SD1* 3/4" x 4-3/4" 2-1/4" 20 60
7442SD1 3/4" x 5-1/2" 3" 20 60
7444SD1 3/4" x 6-1/4" 3-3/4" 20 60
7446SD1 3/4" x 7" 4-1/2" 20 20
7448SD1 3/4" x 8-1/2" 6" 10 60
7449SD1 3/4" x 10" 7-1/2" 10 40
7451SD1 3/4" x 12" 9-1/2" 10 40
7450SD1* 7/8" x 6" 2-3/4" 10 40
7452SD1 7/8" x 8" 4-3/4" 10 40
7454SD1 7/8" x 10" 6-3/4" 10 40
7461SD1* 1" x 6" 2-3/8" 10 30
7463SD1 1" x 9" 5-3/8" 10 30
7465SD1 1" x 12" 8-3/8" 5 20
7473SD1 1-1/4" x 9" 4-3/4" 5 15

7475SD1 1-1/4" x 12" 7-3/4" 5 15
 
* Sizes which are less than the minimum standard anchor length for strength design. The published length is 
the overall length of the anchor. Allow for fixture thickness plus one anchor diameter for the nut and washer 
thickness when selecting a length. All anchors are packaged with nuts and washers.

Tie-Wire Power-Stud
Cat. No. Size Tie-Wire Hole Size Min. Embed. Std. Box Std. Ctn.

7409SD1 1/4" x 2" 9/32" 1-1/8" 100 500
 

 
  

 
 
 
 
 

Code listed
ICC-ES ESR-2502

cracked concrete  
city of los angeles 

LARR-25831(Concrete)

Power-Stud®+ SD2 
Wedge Type Expansion Anchor
  Base Material	

Normal-Weight Concrete, Sand-Lightweight Concrete, Concrete over Metal Deck, 
Grout-Filled Masonry
Size Range

3/8" through 3/4" diameter (Cracked and Uncracked Concrete)
Anchor Material			 

Zinc Plated Carbon Steel Body with Stainless Steel Expansion Clip

The Power-Stud+ SD2 anchor is a fully threaded, torque-controlled, wedge 
expansion anchor which is designed for consistent performance in cracked and 
uncracked concrete. Suitable base materials include normal-weight concrete, 
structural sand-lightweight concrete and concrete over metal deck. The anchor is 
manufactured with a zinc plated carbon steel body and stainless steel expansion 
clip for premium performance. 
Patented & Additional Patents Pending
Power-Stud+ SD2 Carbon Steel Body & ss Expansion Clip
Cat. No. Size Thread Length Std. Box Std. Ctn.

7413SD2 3/8" x 3" 1-5/8" 50 300
7414SD2 3/8" x 3-1/2" 2-1/4" 50 300
7415SD2 3/8" x 3-3/4" 2-1/2" 50 300
7416SD2 3/8" x 5" 3-3/4" 50 300
7422SD2 1/2" x 3-3/4" 2-1/8" 50 200
7423SD2 1/2" x 4-1/2" 2-7/8" 50 200
7424SD2 1/2" x 5-1/2" 3-7/8" 50 150

 POWER-STUD+ SD1 • POWER-STUD+ SD2




