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Snake+ 22 • • • • • • •
ICC-ES ESR-2272

LARR-25810

Smart DI+ 22 • • • • • •

Hollow-Set Dropin 22 • • • • • • • • • • • • • •

Steel Dropin 23 • • • • • • • • • • •

Mini Dropin 23 • • • • • • • •

Double 24 • • • • • • • • • • •

Single 25 • • • • • • • •

Calk-In 26 • • • • • • • • • • •

Lag-Shield 27 • • • • • • • • • • •

Heli-Pin 28 • • • • • • • •

Pi
n 
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ch

or
s Spike 26 • • • • • • • • • • • • •

Drive 27 • • • • • • • • • •
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Safe-T+ Pin 28 • • • • • • •

Zamac Hammer-Screw 28 • • • • • • • • •

Zamac Nailin 28 • • • • • • • • • • •

Nylon Nailin 29 • • • • • • • • • • •

•	 Suitable

May be Suitable

SELECTION GUIDE
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DRIVE • ZAMAC HAMMER-SCREW • SAFE -T PIN 

flat head drive
Cat. No. Size Drill Dia. Min. Depth Std. Box Std. Ctn.

3092 3/16" x 1-1/2" 3/16" 7/8" 100 1000
3122 3/16" x 2" 3/16" 7/8" 100 1000
3152 3/16" x 2-1/2" 3/16" 7/8" 100 600
3162 3/16" x 3" 3/16" 7/8" 100 600
3242 1/4" x 1-1/2" 1/4" 1-1/8" 100 1000
3272 1/4" x 2" 1/4" 1-1/8" 100 600
3302 1/4" x 2-1/2" 1/4" 1-1/8" 100 600
3332 1/4" x 3" 1/4" 1-1/8" 100 600
3362 1/4" x 3-1/2" 1/4" 1-1/8" 100 600
3392 1/4" x 4" 1/4" 1-1/8" 100 600

Tie-Wire Drive (13/64” Tie-Wire Hole)
Cat. No. Size Drill Dia. Min. Depth Std. Box Std. Ctn.

3244 1/4" x 1-3/4" 1/4" 1-1/8" 500 -
3245 1/4" x 1-3/4" 1/4" 1-1/8" 100 1000

Zamac Hammer-Screw® Anchor
Nail Anchor
Base Material	

Concrete, Block, Brick, Stone
Size Range

1/4" x 3/4" to 1/4" x 3"
Anchor Material			 

Zamac Alloy with Carbon Steel and Perma-Seal Drive Screw

The Zamac Hammer-Screw is a unique, one-step drive anchor featuring a  
Phillips type head and an internal screw thread for use in concrete, block, brick 
or stone. The anchor has a body formed from corrosion resistant Zamac alloy 
with a carbon steel drive screw, and has been developed as an improvement 
over standard nailin anchors. The anchor is removable and is also offered with 
an optional Perma-Seal coated screw.
 
 

Zamac Hammer-Screw - Mushroom Head / No. 2 Phillips Type Screw CARBON STEEL
Cat. NO. Size Drill Dia. Std. Box Std. Ctn.

2839 1/4" x 3/4" 1/4" 100 500
2840 1/4" x 1" 1/4" 100 500
2842 1/4" x 1-1/4" 1/4" 100 500
2844 1/4" x 1-1/2" 1/4" 100 500
2846 1/4" x 2" 1/4" 100 500
2848 1/4" x 2-1/4" 1/4" 100 500
2850 1/4" x 3" 1/4" 100 500

Master Pack WITH CARBON STEEL SCREW
Cat. No. Size Drill Dia. Std. Box Std. Ctn.

2939 1/4" x 3/4" 1/4" 1000 1000
2940 1/4" x 1" 1/4" 1000 1000
2942 1/4" x 1-1/4" 1/4" 1000 1000
2944 1/4" x 1-1/2" 1/4" 1000 1000
2946 1/4" x 2" 1/4" 1000 1000
2948 1/4" x 2-1/4" 1/4" 1000 1000
2949 1/4" x 3" 1/4" 1000 1000

	Zamac Hammer-Screw - Mushroom Head with No. 2 Phillips Type Perma-Seal Screw
Cat. NO. Size Drill Dia. Std. Box Std. Ctn.

2817 1/4" x 1-1/4" 1/4" 100 500

Master Pack WITH PERMA-SEAL SCREW
Cat. No. Size Drill Dia. Std. Box Std. Ctn.

2818 1/4" x 1-1/4" 1/4" 1000 1000

 

  
						   

Safe-T+ Pin®   
Nail Anchor
Base Material	

Concrete, Block, Brick, Stone
Size Range

1/4" x 1-3/8" and 1/4" x 2-1/2"
Anchor Material			 

Carbon Steel 

The new Powers Safe-T+ Pin is a one piece, all steel, nail drive anchor that can 
be used in concrete, block, brick or stone. Each box of Safe-T+ pins comes with 
a 6MM SDS carbide drill bit for ease of installation. Typical applications include 
HVAC Duct Straps, light to medium duty signage, and termination bar, flooring 
ECT. Available in 1 diameter and two lengths. Just drill a hole and hammer it in.

Safe-T+ Pin						    
Cat. No. Size Drill Dia. Std. Box Std. Ctn.

2800SD 6mm (1/4") x 1-3/8" 6mm 100 600
2801SD 6mm (1/4") x 2-1/2" 6mm 100 600

Safe-T+ Pin DRILL BIT
Cat. NO. DESCRIPTION Dia. USABLE LENGTH Std. Box Std. Ctn.

2800 Drill Bit 6mm 3-1/4" 1 50

Zamac Nailin® Anchor
Drive Pin Type Anchor
Base Material	

Concrete, Block, Brick, Stone
Size Range

3/16" x 7/8" to 1/4" x 3"
Anchor Material			 

Zamac Alloy with Carbon or Stainless Steel Drive Pin 	
					  
The Zamac Nailin is a tamper-proof nail drive anchor which has a body formed 
from Zamac alloy. Nails are available in carbon or stainless steel. The anchor can 
be used in concrete, block, brick or stone.  

	Mushroom Head Zamac Nailin - Carbon Steel Nail			 
Cat. NO. Size Drill Dia. Std. Box Std. Ctn.

2802 3/16" x 7/8" 3/16" 100 500
2806 1/4" x 3/4" 1/4" 100 500
2808 1/4" x 1" 1/4" 100 50
2814 1/4" x 1-1/4" 1/4" 100 500
2820 1/4" x 1-1/2" 1/4" 100 500
2826 1/4" x 2" 1/4" 100 500
2804 1/4" x 3" 1/4" 100 500

Master Pack 
Cat. No. Size Drill Dia. Std. Box Std. Ctn.

2803 3/16" x 7/8" 3/16" 1000 1000
2807 1/4" x 3/4" 1/4" 1000 1000
2809 1/4" x 1" 1/4" 1000 1000
2815 1/4" x 1-1/4" 1/4" 1000 1000
2821 1/4" x 1-1/2" 1/4" 1000 1000
2827 1/4" x 2" 1/4" 1000 1000
2805 1/4" x 3" 1/4" 1000 1000
 

 




