
A25

Metal Framing

U501, U502

Furnished complete.

Design Load U501 : 2150 lb.

U502 : 3000 lb.

U504

U504HDG

U504EG

U504

U504SS6

U505

U505HDG

U505EG

U505

U510

U510HDGC

U510EG

U510

U510SS6

512U

512UHDG

512UEG

512U

U514

U514HDGC

U514EG

U514

U514SS6

U514-A

U514-AHDGC

U514-AEG

U514-A

U514-ASS6

U515

U515HDGC

U515EG

U515

U515SS6

U515B

U515BHDG

U515BEG

U515B

U515BSS6

1/2 in. x 1-1/2 in. set screw included.

Order separately one 1/2 in. x 1-1/2 in. hex

head cap screw and 1/2 in. channel nut.

Wt./C 75 lb.

Order separately one 1/2 in. x 1-1/2 in. hex

head cap screw and 1/2 in. channel nut.

Wt./C 26 lb.

Can be used with all channels.

Wt./C 140 lb.

Can be used with all channels.

Wt./C 270 lb.

3/8 in. x 1-1/2 in. set screw included.

Design Load 750 lb./pair 

Wt./C 40 lb.

1/2 in. x 1-1/2 in. set screw included.

Design Load 1650 lb./pair

Wt./C 59 lb.

For all A Series channel.

1/2 in. x 1-1/2 in. set screw included.

Design Load 800 lb.

Wt./C 95 lb.

For all B Series channel.

1/2 in. x 1-1/2 in. set screw included.

Design Load 800 lb.

Wt./C 91 lb.

Beam Clamps

                          HDG(C)                   Hot-Dipped Galvanized
                          EG(C)                      Electrogalvanized
Materials           (No suffix)               GoldGalv®

                          SS6(C)                    Stainless Steel 316

Design Load/lb. Channel

1000 A-1200
800 A-1400

Design Load/lb. Channel

1000 A-1200
800 A-1400

Cat. No. For Channel Size (in.) Wt./C lb.
U501* A1200  A1400 3-3/16 90

B1200  B1400
C1200  B1402

U502* A1202  A1402 4-13/16 100
C1202  H1200

*Finishes
• HDG
• EG
• GoldGalv®

• SS6C

Beam Clamps for Mounting Channel

w w w . t n b . c a

Superstrut ®


