Voice/Data/Video Tools
Radial Stripper UTP/STP

® One-step outer jacket stripping of category 3, 5, 5e and 6 cables. - -

® Durable high-carbon steel cutting blades are ground and honed for long life. . i
©® Removes the outer jacket of twisted pair cable without o 5
damaging the conductors. —
® Strip and slit lengths may be varied to accommodate different
connector requirements. VDV120-006

® Recessed cutting surface slits long runs of twisted-pair cable.

©® Multiple nest cavities allow the removal of a wide
variety of jacket materials on twisted-pair cable.

® Tension loop can be disengaged for thin-jacket cable.
® One-piece construction ensures alignment for precise stripping.

® Large finger loop promotes rotation during use.
® Adjustable set-screw prevents twisted-pair conductor insulation scoring.

Twisted
® Bright, highly visible color for easy identification. Pair Cable
Cat. No. Color Strips or Slits Level(s) Strip/Slit Dimensions Prepared Cable Overall Length Weight (oz.)
VDV120-006 yellow unshielded twisted pair 1 strip length varies s‘% 4.4' (112 mm) 13

shielded twisted pair by application =

Delrin® is a registered trademark of DuPont.
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Dual Cartridge Radial Stripper

® Designed for high-volume, multiple-type cable preparation environments.

® Two "active" stripping cartridge-bays and third "storage" cartridge-bay.

® One-piece construction ensures precise stripping and — T —
never requires adjustment. }

® Large finger loop promotes rotation during use. - :m

® Cartridges snap in from both sides for left or right-handed operation.

® F-Connector "nest" assists with cable insertion.
® Durable high-carbon steel cartridge cutting blades are ground vDV100-801

and honed for long life. ‘
® Bright, highly visible color for easy identification. ////
® Durable Delrin® resin for outstanding wear. = v -

Delrin® is a registered

® Replacement cartridges available (see page 6). trademark of DuPont. Twisted Coax Cable
Pair Cable
Cat. No. Set Contains Overall Length Weight (0z.)
\VDV100-801 56'(143mm) 24
Cat. No. Description Color  Level(s) Strip Dimensions  Blade Configuration  Prepared Cable
VDV100-001 dual cartridge radial yellow - - - -
stripper frame
VDV110-003 RG59/RG6/RG6 black 2 516" x 1/4'
QS coaxial cable (7.9 mm x 6.4 mm) m
VDV120-005 UTP cable blue 1 variable @

All dimensions are in inches and (millimeters).

AWAR'\"NGZ Read carefully and understand instructions before using this tool. AWARN"\IGZ NOT insulated. Will NOT protect against electrical shock.

AWAR""NG: Always wear approved eye protection. AWARN“‘]G: Never use on or near live electrical circuits.




Cable Stripping
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VDV100-801
Radial Stripping Tools and Cartridges
for preparing multiple types of cable in
common voice/data/video applications.

VDV427-015
VDV427-016

Cable Termination

Impact Punchdown Tool
makes industry standard terminations
for 66 and 110 panels, blocks and jacks.

7

KLEIN
TOOLS.

VDV427-800



Voice/Data/Video Tools
Radial Stripper Cartridges

Designed for use with:

Dual Cartridge Radial Stripper (Cat. No. VDV100-801)

Dual Cartridge Radial Stripper Frame (Cat. No. VDV100-001)
Radial Cartridge Stripper (Cat. Nos. VDV110-802 & VDV'113-804)
Radial Cartridge Stripper Frame (Cat. No. VDV100-002)

%

Coax Cable
VDV110-003 VDV110-004 2Level

® Pre-set cutting blades for precise, accurate
and efficient cable stripping.

® Durable high-carbon steel cutting blades are
ground and honed for long life.

® Patented "V" notch eliminates scoring of the
center conductor. * )

® Color coded for easy identification. Mini Coax Cable

® Meets industry standards established by the SCTE 2Level
(Society of Cable Telecommunication Engineers). VbV110-020

® Cartridges made from glass filled polycarbonate
for superior strength and extended durability.

*All cartridges except for VDV120-005.

Coax Cable
3 Level

VDV113-022 VDV113-021
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Twisted
Pair Cable
VDV120-005 1 Level
Cat No. Cable Color Level | Cartridge Strip Dimensions Cable Illustration Cartidge Detail Weight (0z.)
VDV110-003 | RG59/RG6/RG6 QS black 2 516" x 1/4' 0.1
coaxial cable (7.9 mm x 6.4 mm) E@
VDV110-004 | RG7/RG11 coaxial cable gray 2 5116"x 1/4' 0.1
(7.9mmx 6.4 mm) m
VDV120-005 | UTP cable blue 1 variable @ 0.1
\VDV110-020 | mini-coaxial cable green 2 14" x /4" 0.1
(6.4 mm x 6.4 mm)
—= )
VDV113-021 | RG58/RGHI/RG62 green 3 0.235" x 0.235" x variable 0.1
coaxial cable (6 mm x 6 mm x variable) %
VDV113-022 | RG58/RG5I/RGE2 brown |3 0.109"x 0.312" x variable 0.1
coaxial cable 2.8 mm x 7.9 mm x variable) %
All dimensions are in inches and (millimeters).
AWAR'\"NG! Read carefully and understand instructions before using this tool. AWARN"\IGI NOT insulated. Will NOT protect against electrical shock.

AWARNING: Always wear approved eye protection. AWARNING: Never use on or near live electrical circuits.




