Heavy-Duty Nut Drivers

0253-16C

2-Piece Nut Holding Driver Set

0253-06NH-6

20 @ GREENLEE

Rugged hollow shaft for bolt clearance.
Heavy-duty construction for longer life.

Handle color marked for easy identification of nut driver size.

Precision 6-point sockets for accurate fastener fit.
High-grade, rust resistant, chrome-plated finish.
Cushion grip handle for extra comfort and torque.
Exceeds ASME/ANSI specifications.

Lifetime limited warranty.

Note: This is not an insulated tool.

FRACTIONAL SIZES 3" SHAFT

CAT. NO. UPC NO. DESCRIPTION

0253-11C 54664  Heavy-Duty Nut Driver 3/16" x 3"
0253-12C 54665  Heavy-Duty Nut Driver 1/4" x 3"
0253-13C 54666 ~ Heavy-Duty Nut Driver 5/16" x 3"
0253-14C 54667 Heavy-Duty Nut Driver 11/32" x 3"
0253-15C 54668  Heavy-Duty Nut Driver 3/8" x 3"
0253-16C 54669  Heavy-Duty Nut Driver 7/16" x 3"
0253-17C 54670  Heavy-Duty Nut Driver 1/2" x 3"

METRIC SIZES 75 MM SHAFT

CAT. NO. UPC NO. DESCRIPTION

0253-33C 89228  Heavy-Duty Nut Driver 5mm x 75mm
0253-34C 89229  Heavy-Duty Nut Driver 5.5mm x 75mm
0253-35C 89230  Heavy-Duty Nut Driver 6.0mm x 75mm
0253-36C 89231 Heavy-Duty Nut Driver 7.0mm x 75mm
0253-37C 89232 Heavy-Duty Nut Driver 8.0mm x 75mm
0253-38C 89233 Heavy-Duty Nut Driver 9.0mm x 75mm
0253-39C 89234 Heavy-Duty Nut Driver 10.0mm x 75mm
0253-41C 89235 Heavy-Duty Nut Driver 11.0mm x 75mm
0253-42C 89236 Heavy-Duty Nut Driver 12.0mm x 75mm
0253-43C 89237 Heavy-Duty Nut Driver 13.0mm x 75mm

Rugged 6" hollow shank for screw clearance.

High-grade, rust resistant, chrome-plated finish.
Cushion grip handle for extra comfort and torque.
Exceeds ASME/ANSI specifications.

Lifetime limited warranty.

Note: This is not an insulated tool.

CAT. NO. UPC NO. DESCRIPTION

0253-06NH-6 10629 2-piece Nut Holding Driver Set
(6" shaft) sizes: 1/4" and 5/16" Hex

800.435.0786 866.384.8813
800.451.2632 800.524.2853

WEIGHT

.20 Ibs
.20 Ibs
.20 Ibs
.20 Ibs
.20 Ibs
.25 Ibs
.33 Ibs

WEIGHT

.20 Ibs
.20 Ibs
.20 Ibs
.20 Ibs
.20 Ibs
.20 Ibs
.20 Ibs
.20 Ibs
.33lbs
.33 Ibs

Precision tapered socket holds nut for one-handed operation.
Patent pending non-magnetic design will not pick up metal chips.

Handle marked and color coded for easy identification of nut driver size.

WEIGHT
.60 Ibs

+1.815.397.7070
+1.815.397.9247



