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Code Recognition

Ex
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n 
An

ch
or

s

PB+ (Power-Bolt+)
/ PB-Pro

10 • • • • • • • • • • • • ICC-ES ESR 3260

Power-Bolt 01 • • • • • • • • • • • • • • • •

Power-Stud+ SD1 12 • • • • • • • • • • • • • •

ICC-ES  
ESR-2818 & 2966

LARR-25787  
& 25864

Power-Stud+ SD2 12 • • • • • • • • •
ICC-ES ESR-2502

LARR-25831

Power-Stud+  
SD4/SD6

13 • • • • • • • • • • ICC-ES ESR 2502

Power-Stud HD5 13 • • • • • • • •

Power-Stud 14 • • • • • • • • • • • • • • • • • •

Lok-Bolt AS 15 • • • • • • • • • • • • • • • • •

Set-Bolt 16 • • • • • •

Atomic+ Undercut 14 • • • • • • • • • • ICC-ES ESR 3067

Sc
re

w
 A

nc
ho

rs

Wedge-Bolt+ /
Wedge-Bolt

17 • • • • • • • • • • • • • •
ESR-2526 & 1678

LARR-25808

Tapper+X /  
Tapper+ / Tapper

18 • • • • • • • • • • • • • • • •
ICC-ES ESR-3068,  

3042, 3213; 
3196

Miami-Dade NOA

Ro
d 

Ha
ng

in
g 

Sy
st

em Vertigo+ / Vertigo 25 • • • • • • • • • • • ICC-ES ESR-2526

Bang-it 26 • • • • • • • • • • ICC-ES ESR-3567

Wood-Knocker 26 • • • • • • • • • • ICC-ES ESR-3567

•	 Suitable

May be Suitable

SELECTION GUIDE
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TAPPER+

 
 
 
 
 
 

Code listed
ICC-ES ESR-3068

concrete  

Code listed
ICC-ES ESR-3042

Wood-to-wood  

Code listed
ICC-ES ESR-3213

chemically treated lumber  

Code listed
ICC-ES ESR-3196

Masonry (CMU)   
APPROVED

MIAMI-DADE COUNTY   				  
Tapper+®	

Concrete Screw
Base Material	

Concrete, Block, Brick, Wood, Pressure Treated Lumber
Size Range

3/16" x 1-1/4" to 1/4" x 6"
Anchor Material			 

Carbon Steel

The Tapper+ is a one-piece self-tapping concrete screw for use in a variety of 
light to medium duty applications in base materials including concrete, masonry 
and wood. It features a corrosion resistant Perma-Seal® coating and an opti-
mized thread design for lower torque. The screw also incorporates a gimlet drill 
point for wood base materials (no pre-drilling required). Tapper+ is available in a 
variety of head styles and colors to match the application.

Blue Perma-Seal TAPPER+ Standard pack*
HWH Cat. No. PFH Cat. No. Screw Size Std. Box Std. Ctn

2700SD† 2740SD† 3/16" x 1-1/4" 100 500
2702SD† 2742SD† 3/16" x 1-3/4" 100 500 
2704SD 2744SD 3/16" x 2-1/4" 100 500 
2706SD 2746SD 3/16" x 2-3/4" 100 500 
2708SD 2748SD 3/16" x 3-1/4" 100 500
2710SD 2750SD 3/16" x 3-3/4" 100 500
2712SD 2752SD 3/16" x 4" 100 500 
2720SD† 2760SD† 1/4" x 1-1/4" 100 500 
2722SD† 2762SD† 1/4" x 1-3/4" 100 500 
2724SD 2764SD 1/4" x 2-1/4" 100 500 
2726SD 2766SD 1/4" x 2-3/4" 100 500
2728SD 2768SD 1/4" x 3-1/4" 100 500 
2730SD 2770SD 1/4" x 3-3/4" 100 500 
2732SD 2772SD 1/4" x 4" 100 500 
2734SD 2774SD 1/4" x 5" 100 100 

2776SD 1/4" x 6" 100 100
HWH = Hex Washer Head (slotted); PFH = Phillips Flat Head; TFH = Trim Flat Head; FHH = Flange Hex Head.

* One Tapper+ drill bit included in each standard box.  
† Sizes which are less than the minimum standard anchor length for strength design. 

 

Silver Perma-Seal TAPPER+ Standard pack*
Cat. No. HWH Cat. No. PFH Cat. No. FHH Cat. No. TFH screw size std. box st. ctn.

2498SD† 3/16" x 1-1/4" 100 500
2500SD† 3/16" x 1-3/4" 100 500
2501SD 3/16" x 2-1/4" 100 500 
2502SD 3/16" x 2-3/4" 100 500 
2503SD 3/16" x 3-1/4" 100 500 
2504SD 3/16" x 3-3/4" 100 500 

Cat. No. HWH Cat. No. PFH Cat. No. FHH Cat. No. TFH screw size std. box st. ctn.

2505SD 3/16" x 4" 100 500 
2486SD† 2506SD† 1/4" x 1-1/4" 100 500 
2488SD† 2507SD† 8715SD† 8719SD† 1/4" x 1-3/4" 100 500 
2490SD 2508SD 8716SD 8720SD 1/4" x 2-1/4" 100 500 
2492SD 2509SD 8717SD 8721SD 1/4" x 2-3/4" 100 500 
2494SD 2510SD 8718SD 8722SD 1/4" x 3-1/4" 100 500 
2495SD 2511SD 8723SD 1/4" x 3-3/4" 100 500 
2496SD 2512SD 1/4" x 4" 100 500

 
HWH = Hex Washer Head (slotted); PFH = Phillips Flat Head; TFH = Trim Flat Head; FHH = Flange Hex Head

* One Tapper+ drill bit included in each standard box. 
† Sizes which are less than the minimum standard anchor length for strength design

Bronze Perma-Seal TAPPER+ Standard pack*
Cat. No. HWH Cat. No. pfh Screw Size Std. Box Std. Ctn.

9975SD† 9977SD† 1/4" x 1-1/4" 100 500 
9976SD† 9978SD† 1/4" x 1-3/4" 100 500

† Sizes which are less than the minimum standard anchor length for strength design

White Perma-Seal TAPPER+ Standard pack*
Cat. No. Hwh Cat. No. PFH Cat. No. FHH Cat. No. TFH screw size std. box std. ctn.

2400SD† 2440SD† 3/16" x 1-1/4" 100 500 
2402SD† 2442SD† 3/16" x 1-3/4" 100 500 
2404SD 3/16" x 2-1/4" 100 500 

2448SD 3/16" x 3-1/4" 100 500 
2410SD 3/16" x 3-3/4" 100 500 
2412SD 2449SD 3/16" x 4" 100 500 
2420SD† 2460SD† 1/4" x 1-1/4" 100 500 

8706SD† 8710SD† 1/4" x 1-3/4" 100 500 
2424SD 8707SD 8711SD 1/4" x 2-1/4" 100 500 
2426SD 8708SD 8712SD 1/4" x 2-3/4" 100 500 

8709SD 8713SD 1/4" x 3-1/4" 100 500 
2430SD 8714SD 1/4" x 3-3/4" 100 500 
2435SD 1/4" x 4" 100 500

 
HWH = Hex Washer Head (slotted); PFH = Phillips Flat Head; TFH = Trim Flat Head; FHH = Flange Hex Head

* One Tapper+ drill bit included in each standard box.   
† Sizes which are less than the minimum standard anchor length for strength design

Drill Bits for Perma-Seal® Tapper+®

 
 

straight shank
Cat. No. Size Usable Length Std. Tube Wt./100

2781SD 5/32" x 3-1/2" 2" 10 1/4
2782SD 5/32" x 4-1/2" 3" 10 1/4
2783SD 5/32" x 5-1/2" 4" 10 1/4
2785SD 3/16" x 3-1/2" 2" 10 1/4
2786SD 3/16" x 4-1/2" 3" 10 1/4
2787SD 3/16" x 5-1/2" 4" 10 1/2
2788SD 3/16" x 6-1/2" 5" 10 1/2
2789SD 3/16" x 7-1/2" 6" 10 1/2

 
 
 

 
 
Hex Shank SDS-Plus	
Cat. No. Size Usable Length Std. Tube Wt./10

2793SD 5/32" x 5" 3" 1 1
2794SD 5/32" x 7" 4" 1 1
2796SD 3/16" x 5" 3" 1 1
2797SD 3/16" x 7" 4" 1 1




