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 Panduct® Type FS Solid Wall Wiring Duct
 ●  Solid wall design fully encloses cables providing 
maximum protection and aesthetics

 ●  Material: Lead-free PVC
 ●  UL recognized continuous use temperature: 122°F (50°C)

 ●  UL 94 flammability rating of V-0
 ●  Base and cover length is 6 feet
 ●  Conforms with NFPA 79-2015 section 13.3.1 requirement 
for flame retardant material

To order cover with protective film 
add “-F” to part number. 6" cover 
not available with film.

Base 
Part Number

Duct Size (W x H)* Cover  
Part Number

Std. 
Pkg. 
Qty.

Base 
Ctn. 
Qty.

Cover 
Ctn. 
Qty.In. mm

> FS.5X.5LG6NM 0.69 x 0.60 17.5 x 15.2 C.5LG6 6 120 120

> FS.5X1LG6NM 0.69 x 1.06 17.5 x 26.9 C.5LG6 6 120 120

FS.75X.75LG6NM 0.93 x 0.82 23.6 x 20.8 C.75LG6 6 120 120

> FS1X1LG6NM 1.26 x 1.12 32.0 x 28.4 C1LG6 6 120 120

> FS1X1.5LG6NM 1.26 x 1.62 32.0 x 41.1 C1LG6 6 120 120

FS1X2LG6NM 1.26 x 2.12 32.0 x 53.8 C1LG6 6 120 120

FS1X3LG6NM 1.26 x 3.12 32.0 x 79.2 C1LG6 6 60 120

FS1X4LG6NM 1.26 x 4.10 32.0 x 104.1 C1LG6 6 120 120

> FS1.5X1LG6NM 1.75 x 1.12 44.5 x 28.4 C1.5LG6 6 120 120

> FS1.5X1.5LG6NM 1.75 x 1.62 44.5 x 41.1 C1.5LG6 6 120 120

> FS1.5X2LG6NM 1.75 x 2.12 44.5 x 53.8 C1.5LG6 6 120 120

> FS1.5X3LG6NM 1.75 x 3.12 44.5 x 79.2 C1.5LG6 6 120 120

> FS2X1LG6NM 2.25 x 1.14 57.2 x 29.0 C2LG6 6 120 120

> FS2X1.5LG6NM 2.25 x 1.64 57.2 x 41.7 C2LG6 6 120 120

> FS2X2LG6NM 2.25 x 2.14 57.2 x 54.4 C2LG6 6 60 120

> FS2X3LG6NM 2.25 x 3.14 57.2 x 79.8 C2LG6 6 60 120

> FS2X4LG6NM 2.25 x 4.12 57.2 x 104.6 C2LG6 6 120 120

> FS3X1LG6NM 3.25 x 1.12 82.6 x 28.4 C3LG6 6 120 120

> FS3X2LG6NM 3.25 x 2.12 82.6 x 53.8 C3LG6 6 60 120

> FS3X3LG6NM 3.25 x 3.12 82.6 x 79.2 C3LG6 6 60 120

FS3X4LG6NM 3.25 x 4.10 82.6 x 104.1 C3LG6 6 60 120

FS3X5LG6NM 3.25 x 5.10 82.6 x 129.5 C3LG6 6 60 120

> FS4X1.5LG6 4.25 x 1.62 108.0 x 41.1 C4LG6 6 120 120

> FS4X2LG6NM 4.25 x 2.12 108.0 x 53.8 C4LG6 6 60 120

> FS4X3LG6NM 4.25 x 3.12 108.0 x 79.2 C4LG6 6 60 120

> FS4X4LG6NM 4.25 x 4.10 108.0 x 104.1 C4LG6 6 60 120

> FS4X5LG6NM 4.25 x 5.10 108.0 x 129.5 C4LG6 6 60 120

> FS6X4LG6NM 6.25 x 4.15 158.8 x 105.4 C6LG6 6 60 120

>Parts are available with mounting holes. To order with mounting holes, remove NM from part number.
Part Number shown for LG (Light Gray). For other color availability see Color Selection Guide, page C1.50.
Base and cover sold separately.
*“H” dimension includes duct and cover.
Some sizes and colors are available with adhesive tape. See page C1.36 for availability.
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