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Small Terminals

TYPE YAD

HYLUG™

Uninsulated Compression Terminal
The YAD uninsulated OEM lug terminal is 
constructed of electrolytic copper. Designed with 
a brazed seam barrel, standard neck, V-groove 
inner serrations and electro-tin plated. The round 
ring tongue provides for a secure termination 
under the screw head that cannot be removed 
without the complete removal of the screw. Two 
or more terminals can easily be stacked on a 
common stud. These terminals are ideal for use 
with code or flex cable.

Catalog 
Number

Wire 
Range
Copper 
Code & 

Flex
[mm]

Stud 
Size B C K Dia. L OD T Y

Installation Tooling
Wire 
Strip 

Length
Mechanical 

Tooling

Hydraulic Tooling 
(requires nest & indentor)

Dieless 
Tooling
(no dies 
required)Tool Die 

Nest Indentor

YAD8CM4E8

8 AWG
[6-10]

#8 0.31 0.40 0.17 0.83 0.26 0.04 0.63

Y1MRTC
Y8MRB-1

Red Groove

Y35, Y39, 
Y750, 

PAT750
UV8L Y34PL

Y81KFT 
Series

PAT81KFT 
Series

Y4PC834 
Series

PAT4PC834 
Series

3/8"

YAD8CM5E10 #10 0.31 0.40 0.21 0.83 0.26 0.04 0.63
YAD8CM6E14 1/4 0.31 0.43 0.26 0.89 0.26 0.04 0.67
YAD8CM8E516 5/16 0.31 0.55 0.33 1.06 0.26 0.04 0.79
YAD8CM10E38 3/8 0.31 0.71 0.41 1.18 0.26 0.04 0.83
YAD8CM12E12 1/2 0.31 0.87 0.51 1.34 0.26 0.04 0.91
YAD8CM16E58 5/8 0.31 1.10 0.67 1.93 0.26 0.04 1.38
YAD6CM5E10

6 AWG
[10-16]

#10 0.40 0.43 0.21 1.00 0.32 0.05 0.79

Y1MRTC
Blue Groove

Y35, Y39, 
Y750, 

PAT750
UV6L Y34PL 7/16"

YAD6CM6E14 1/4 0.40 0.43 0.26 1.00 0.32 0.05 0.79
YAD6CM8E516 5/16 0.40 0.55 0.33 1.14 0.32 0.05 0.87
YAD6CM10E38 3/8 0.40 0.71 0.41 1.30 0.32 0.05 0.95
YAD6CM12E12 1/2 0.40 0.87 0.51 1.46 0.32 0.05 1.02
YAD4CM5E10

4 AWG
[16-25]

#10 0.43 0.47 0.21 1.22 0.41 0.06 0.98

—
Y35, Y39, 

Y750, 
PAT750

U2CD1 Y34PR 1/2"

YAD4CM6E14 1/4 0.43 0.47 0.26 1.22 0.41 0.06 0.98
YAD4CM8E516 5/16 0.43 0.63 0.33 1.30 0.41 0.06 0.98
YAD4CM10E38 3/8 0.43 0.71 0.41 1.38 0.41 0.06 1.02
YAD4CM12E12 1/2 0.43 0.87 0.51 1.65 0.41 0.06 1.22
YAD4CM16E58 5/8 0.43 1.10 0.67 1.93 0.41 0.06 1.38
YAD4CM20E34 3/4 0.43 1.10 0.80 1.93 0.41 0.06 1.38
YAD2CM6E14

2 AWG
[25-35]

1/4 0.47 0.59 0.26 1.32 0.48 0.06 1.02

—
Y35, Y39, 

Y750, 
PAT750

U1CD1 Y34PR 17/32"

YAD2CM8E516 5/16 0.47 0.63 0.33 1.34 0.48 0.06 1.02
YAD2CM10E38 3/8 0.47 0.71 0.41 1.42 0.48 0.06 1.06
YAD2CM12E12 1/2 0.47 0.87 0.51 1.65 0.48 0.06 1.22
YAD2CM16E58 5/8 0.47 1.10 0.67 1.97 0.48 0.06 1.42
YAD2CM20E34 3/4 0.47 1.10 0.80 1.97 0.48 0.06 1.42
YAD1CM6E14

1 AWG
[35-50]

1/4 0.63 0.71 0.26 1.69 0.57 0.07 1.34

—
Y35, Y39, 

Y750, 
PAT750

UV26L Y34PA 3/4"

YAD1CM8E516 5/16 0.63 0.71 0.33 1.69 0.57 0.07 1.34
YAD1CM10E38 3/8 0.63 0.71 0.41 1.69 0.57 0.07 1.34
YAD1CM12E12 1/2 0.63 0.87 0.51 1.85 0.57 0.07 1.42
YAD1CM16E58 5/8 0.63 1.10 0.67 2.13 0.57 0.07 1.57
YAD1CM20E34 3/4 0.63 1.10 0.80 2.13 0.57 0.07 1.57
YAD25M6E14

1/0 AWG
[35-50]

1/4 0.63 0.71 0.26 1.69 0.57 0.07 1.34

—
Y35, Y39, 

Y750, 
PAT750

UV26L Y34PA 3/4"

YAD25M8E516 5/16 0.63 0.71 0.33 1.69 0.57 0.07 1.34
YAD25M10E38 3/8 0.63 0.71 0.41 1.69 0.57 0.07 1.34
YAD25M12E12 1/2 0.63 0.87 0.51 1.85 0.57 0.07 1.42
YAD25M16E58 5/8 0.63 1.10 0.67 2.13 0.57 0.07 1.57
YAD25M20E34 3/4 0.63 1.10 0.80 2.13 0.57 0.07 1.57

Features & Benefits
• Terminals utilize a brazed seam
• Provide excellent high conductivity 
    connections
• Electro-tin plated for durable long lasting 

corrosion resistance

• Vibration resistance and tensile strength is well 
within the limits of commercial specifications

B-6

NOTE: Field bending straight lugs to achieve an angular 
connection will void UL Listing / CSA Certifications and 
BURNDY will not be liable for the connection.
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Small Terminals

TYPES YSV, YRV-L

HYREDUCER™

Reducer Butt Splice

The HYREDUCER™ is a connector for splicing two 
different size wires. The larger conductor is inserted 
first and butts against the center of the connector 
where the smaller barrel begins. Constructed of pure 
electrolytic copper tubing for maximum conductivity, 
tin plated to resist corrosion, the HYREDUCER™ 
accommodates a wide range of cable sizes.
Dimensional  information  may  be  found  in Table 
1. Table 2 is a comprehensive tooling index for these 
connectors.

Catalog 
Number

Total Wire 
Range

Fig. 
No.

B Barrel* BB Barrel* L 
Max.Wire Size B Dim. Tool Index Wire Size BB Dim. Tool Index

YSV1418 22 - 14 1 20 - 14 0.27 1 22 - 18 0.27 2 0.60
YSV1214-G1 16 - 12 2 12 0.31 4 16 - 14 0.27 1 0.81
YSV1014-G2 20 - 10 2 12 - 10 0.31 4 20 - 14 0.27 1 0.77
YRV8CV14-L 20 - 8 3 8 0.44 5 20 - 14 0.39 1 1.16
YRV8CV10-L 12 - 8 3 8 0.44 5 12 - 10 0.53 4 1.15
YRV6CV10-L 12 - 6 3 6 0.50 6 12 - 10 0.53 4 1.25
YRV6CV8C-L 8 - 6 3 6 0.50 6 8 0.53 5 1.18
YRV4CV6C-L 6 - 4 3 4 0.50 7 6 0.54 6 1.24
YRV2CV6C-L 6 - 2 3 2 0.62 8 6 0.51 6 1.60

Fig. 1

Fig. 2 Fig. 3

TABLE 1

TABLE 2
* B and BB dimensions are wire strip lengths.

* For aircraft applications (flexible cables).

Index
Number

Hand
Tools

Tools With Dies
Y29NC

1 MR8G98
Y8MRB-1
MR8-9Q†

MR20

—
2 —
4 —

5
Y8MRB-1

MY28
MR4C

Y1MRTC

Nest Indentor

DV8L-1* Y29PL

6
MY28
MR4C

Y1MRTC
DV6L Y29PL

7
MY28
MR4C

Y1MRTC
DV4L Y29PL

8 Y1MRTC
MY28 DV2L Y29PL

TOOL INDEX

B-58



US: 1-800-346-4175  www.burndy.com             Canada: 1-800-387-6487

BURNDY®Tooling
Crimpers  — Mechanical & Ratchet

Variations:
Catalog Number: Description:
Y1MRTC  Standard	tool	only
Y1MRKIT  Y1MRTC	tool,	sturdy	metal	carrying	case	and
	 	 select	terminals/splices
Y1MRTCKIT Y1MRTC	tool,	sturdy	metal	carrying	case,	
	 	 selected	terminals	and	YC4L12	Thin-Wall	
	 	 C-Tap

Y1MRTC
Rotating Die Full Cycle Ratchet
For	#8	-	#1	Copper	HYDENT™	Terminals,	Splices,	
#6	-	#6	Thin-Wall	C-Taps

•	 Die	index	embossment
•	 Rotating	die	with	color	coding	to	match	connectors
•	 Ratchet	mechanism	with	release	in	case	of	misalignment

For Use On: 
See	charts	for	details

#8	-	#1	AWG	Uninsulated	(Bare)	Terminals	and	Splices
	 Types:	YA,	YAV,	YS,	YSV
Thin	Wall	C-Taps:
	 YC10L12,	YC8L12,	YC6L12,	YC4L12

Specifications:
Size: 9.88”	x	.75”	x	2.75”
Weight: 1.7	lbs
Die Style Rotating	Die	Wheel
Warranty: 5	year	limited	warranty

Copper C-Tap Connectors

Catalog 
Number

Wire Size
Cu Str. AWG Die Index # 

(Color) # of Crimps
Run Tap

YC10L12
14
12
10

16-14
16-14
16

49
(Red) 1

YC8L12 10
8

10
12

7
(Blue) 1

YC6L12 8
6

10-8
12-10

8
(Grey) 1

YC4L12 6
5,	4

8-6
12-8

10
(Brown) 2

Copper Terminals & Splices

Copper
Wire Size

Connector 
Catalog 
Types

Die Index 
# (Color)

# Crimps per 
Barrel Length

Std Long

#8	AWG
Code	&	Flex

YA8C-
YS8C-

YAV8C-
YSV8C-

49
(Red) 1 2

#6	AWG
	Code

YA6C-
YS6C- 7

(Blue) 1 2
#6	AWG	

Code	&	Flex
YAV6C-
YSV6C-

#4	AWG	
Code

YA4C-
YS4C- 8

(Grey) 2 4
#4	AWG	

Code	&	Flex
YAV4C-
YSV4C-

#3	AWG	
#2	Sol.

YA3C-
YS3C-

9
(White) 2 4

#2	AWG	
Code

YA2C-
YS2C- 10

(Brown)** 2 4
#	2	AWG	Code	

&	Flex
YAV2C-
YSV2C-

#1	AWG	
Code

YA1C-
YS1C-

11
(Green)** 2 4

**Die	Index	10/Brown	and	11/Green	use	the	same	die	wheel	crimp	groove.	
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