
FEATURES & SPECIFICATIONS

Not all products are qualified on the DLC QPL. To view our DLC qualified products, please consult the DLC Qualified Products List at  
www.designlights.org/search.

OVERVIEW

LIGHT SOURCE LED COLOR TEMPERATURE (K) 3 000, 3 500, 4 000, 5 000

WATTS (W) 40 - 60 CRI 80+

LUMEN OUTPUT (LM) 4 513 - 6 600 WEIGHT (LBS) 1X4: 11.5, 2X2: 11, 2X4: 20

EFFICIENCY (LM/W) 105 - 119

ICES
005

CONSTRUCTION
Housing and Finishing
Frame is made of aluminum with a 
white finish. Comes complete with 
earthquake clips.
Mounting
Recessed inverted T-Bar ceil-
ings, grid mount. Dry wall and 
surface kits available as options.

ELECTRICAL
120-277  V and 120-347  V elec-
tronic driver with 0-10  V dim-
ming standard. Long life LED 
that provide 80+ CRI, standard 
in 3  000  K, 3  500  K, 4  000  K 
and 5  000  K. Estimated lifespan 
of over 60  000  hours to L70. 
Colour consistency (SDCM) is 3 
step MacAdam ellipse.
Emergency back up available 
contact factory.

Ambient temperature
	• Working temperature:	

-20°C ~ +45°C
	• Storage temperature:	

-25°C ~ +65°C
Beams
	• Beam angle: 120°

COMPLIANCES
	• cULus
	• cCSAus listed for damp location
	• Meets requirements of 

ICES-005
	• Conforms to:

	 • �STANDARD METHOD OF TEST 
FOR SURFACE BURNING: 
CAN/ULC-S102.2-10

	 • �STANDARD METHOD OF 
         FIRE TEST OF 
         LIGHT DIFFUSERS AND       
         LENSES: CAN/ULC-S102.3-07

P14LR is a series of energy-saving, super bright and environmentally 
friendly panel lights. The beam was designed with a wide angle to help 
provide a uniform light output making it comfortable to the eye and an 
ideal replacement for fluorescent fixtures in offices, schools and a vari-
ety of other commercial or industrial applications. Designed for insulated 
ceiling applications for general and task lighting.

P14LR
RECESSED LED  
IC PANEL
1' X 4', 2' X2', 2' X 4'

This warranty is conditioned upon proper installation, use and maintenance.For more details please consult aimlite.com/warranty/.

P14LR  •  Rev. 16/10/2020

Project  

Catalogue n°  

Type  

Date  



P14LR

PART NO DLC 
UNIQUE ID

WATTS
(W)

VOLTS  
(VAC)

COLOR 
TEMP. 2 
(K)

LUMEN  
OUTPUT 3

(LM)

EFFI- 
CIENCY 
(LM/W)

CRI
LIFE 
L70 4 
(HRS)

TESTED 
HOURS 
LM-80 
(HRS)

DIMMING 
TYPE
(YES/NO)

PF THD
(%)

CASE 
QTY 
(MASTER)

1' X 4'
P14LR-1LA2-2/30K P39GTB37 45 120-277 3 000 5 032 111 80+ >60 000 10 000 YES 0.90 21 4
P14LR-1LA2-2/35K PNX7W7MB 45 120-277 3 500 4 950 110 80+ >60 000 10 000 YES 0.90 21 4
P14LR-1LA2-2/40K PAWNYUUV 45 120-277 4 000 5 175 115 80+ >60 000 10 000 YES 0.90 21 4
P14LR-1LA2-2/50K PKM5QK8Y 45 120-277 5 000 5 175 115 80+ >60 000 10 000 YES 0.90 21 4

P14LR-1LA2-32/30K PLT1O7YU8IJF 40 120-347 3 000 4 513 111 80+ >60 000 10 000 YES 0.90 17 4
P14LR-1LA2-32/35K PL64EAGCQULJ 40 120-347 3 500 4 400 110 80+ >60 000 10 000 YES 0.90 17 4
P14LR-1LA2-32/40K PL8XCCPF5A65 40 120-347 4 000 4 400 110 80+ >60 000 10 000 YES 0.90 17 4
P14LR-1LA2-32/50K PLNV8OADP64E 40 120-347 5 000 4 400 110 80+ >60 000 10 000 YES 0.90 19 4
2' X 2'
P14LR-2LA2-2/30K PY869R2A 45 120-277 3 000 4899 108 80+ >60 000 10 000 YES 0.90 21 4
P14LR-2LA2-2/35K PRF14M6B 45 120-277 3 500 4950 110 80+ >60 000 10 000 YES 0.90 21 4
P14LR-2LA2-2/40K P45BGCZ1 45 120-277 4 000 5175 115 80+ >60 000 10 000 YES 0.90 21 4
P14LR-2LA2-2/50K PZB6Z486 45 120-277 5 000 5175 115 80+ >60 000 10 000 YES 0.90 20 4

P14LR-2LA2-32/30K PL1LE32F975E 40 120-347 3 000 4 572 119 80+ >60 000 10 000 YES 0.92 18 4
P14LR-2LA2-32/35K PLIWWYE4Q1WG 40 120-347 3 500 4 400 110 80+ >60 000 10 000 YES 0.94 15 4
P14LR-2LA2-32/40K PLZH8KXO2EQK 40 120-347 4 000 4 600 115 80+ >60 000 10 000 YES 0.94 15 4
P14LR-2LA2-32/50K PL8E9EIMW1AE 40 120-347 5 000 4 600 115 80+ >60 000 10 000 YES 0.94 15 4
2' X 4'
P14LR-4LA0-2/40K PL68JGWAWES6 40 120-277 4 000 4 600 115 80+ >60 000 10 000 YES 0.94 14 4
P14LR-4LA1-2/30K PKPE9H3X 60 120-277 3 000 6 446 105 80+ >60 000 10 000 YES 0.90 19 4
P14LR-4LA1-2/35K P5YN6F7K 60 120-277 3 500 6 300 105 80+ >60 000 10 000 YES 0.90 19 4
P14LR-4LA1-2/40K P2AAPSY1 60 120-277 4 000 6 600 110 80+ >60 000 10 000 YES 0.90 19 4
P14LR-4LA1-2/50K PJ466M9Z 60 120-277 5 000 6 600 110 80+ >60 000 10 000 YES 0.90 19 4

P14LR-4LA1-32/30K PLP9X273I6RN 60 120-347 3 000 6 747 111 80+ >60 000 10 000 YES 0.90 18 4
P14LR-4LA1-32/35K PLOADLISZ6U2 60 120-347 3 500 6 600 110 80+ >60 000 10 000 YES 0.90 18 4
P14LR-4LA1-32/40K PLC5KXDNFEH0 60 120-347 4 000 6 600 110 80+ >60 000 10 000 YES 0.90 18 4
P14LR-4LA1-32/50K PL0MZVI9J9NW 60 120-347 5 000 6 600 110 80+ >60 000 10 000 YES 0.90 18 4

1 �QUICK SHIP: Product availability is subject to change without notice. Please contact your AimLite customer service representative to confirm inven-
tory levels at time of order.

2 Typical color temperature range: +/- 5 %.  
3 Lumen values are derived from photometric testing. Initial lumens range: +/- 10 %.
4 Life hours are derived from IESNA LM-80-08 testing report and projected per IESNA TM-21-11 extrapolations. 

QUICK SHIP 1

ORDERING GUIDE

ACCESSORIES (ORDER SEPARATELY)

PART NO DESCRIPTION
PF-DWK-1X4 DRY WALL KIT FOR 1'X4'
PF-DWK-2X2 �DRY WALL KIT FOR 2'X2'
PF-DWK-2X4 �DRY WALL KIT FOR 2'X4'
CAS974-1 SURFACE KIT FOR 1'X4'
CAS896-2 SURFACE KIT FOR 2'X2'
CAS896-4 SURFACE KIT FOR 2'X4'

KIT-ACC-10-DIM
10' SUSPENSION CABLE KIT WITH CANOPY  
AND DIMMING WIRE 

KIT-ACC-10
10' SUSPENSION CABLE KIT WITH CANOPY  
(NO DIMMING) 

KIT-AC-10
10' SUSPENSION AVIATION CABLE  
(NO CANOPY, NO DIMMING)

COMPATIBLE DIMMERS

BRAND MODEL NUMBER
LEVITON DIMMER DS710
LEGRAND/
WATTSTOPPER 

WS4 FBL 3P

LUTRON DIMMER NOVA NTSTV DV
LUTRON DIMMER PP-347H
LUTRON DIMMER DVSTV-WH

P14LR  •  Rev. 16/10/2020



Transform your LED panel into a versatile advertising and signage solu-
tion by adding a branded graphic film to promote your brand. Fill the 
mounting table, the quantity required and the panel's characteristics on 
the product guide.

DIMENSIONS

1'X4' 47.75" X 11.81" 
2'X2' 23.74" X 23.74"
2'X4' 47.75" X 23.74"

MOUNTING

MOUNTING

RECESSED BLANK
SUSPENDED HORIZONTAL (CEILING)

VERTICAL PORTRAIT
VERTICAL LANDSCAPE

SURFACE VERTICAL PORTRAIT
VERTICAL LANDSCAPE

QUANTITY

Vertical  
portrait

Vertical  
portrait

Adjustable height / Aviation cable and power cable 

Suspension kit Surface kit

Horizontal Vertical
Portrait

Vertical
Landscape

Vertical
Portrait

Vertical
Landscape

Recessed (standard)

T-bar or drywall Adjustable height / Aviation cable and power cable 

Suspension kit Surface kit

Horizontal Vertical
Portrait

Vertical
Landscape

Vertical
Portrait

Vertical
Landscape

Recessed (standard)

T-bar or drywall Adjustable height / Aviation cable and power cable 

Suspension kit Surface kit

Horizontal Vertical
Portrait

Vertical
Landscape

Vertical
Portrait

Vertical
Landscape

Recessed (standard)

T-bar or drywall 

RECESSED  
(STANDARD)

1' X 4' 2' X 2' 2' X 4'

T-bar or drywall

Suspension kit: 
Aviation cable and power cable

Horizontal Vertical  
landscape

Vertical  
landscape

SUSPENDED  
(ADJUSTABLE HEIGHT)

SURFACE

Dimensions

1' x 4' 2' x 2' 2' x 4'
Dimensions

1' x 4' 2' x 2' 2' x 4'

Dimensions

1' x 4' 2' x 2' 2' x 4'

P14LR - ART OPTION

P14LR

SERIES DIMENSIONS
(FT)

LUMEN PACKAGE 1  
(LM)

VOLTS
(VAC)

COLOR TEMP.  
(K) OPTIONS

P14LR 1 - 1 X 4 LA2 - 5 032  (45W) 2 -
32 -

120-277
120-347

30K -
35K -
40K -
50K -

3 000
3 500
4 000 (STANDARD)
5 000

ART 3 - ARTWORK
2 - 2 X 2 LA2 - 4 899  (45W)
4 - 2 X 4 LA0 2 - 

LA1 -
4 600  (40W)
6 446  (60W)

1 Approximate lumens at 3 000K - 120-277 V. Please consult IES files for details.
2 Only available in 4 000K - 120-277 V.
3 Images for Artwork: Customer to supply the artwork, which is a high resolution image of at least 300 dpi or EPS (Vector format).
QUICK SHIP: Product availability is subject to change without notice. Please contact your AimLite customer service representative to confirm inven-
tory levels at time of order.

ORDERING GUIDE

TOP VIEW

1.8"

DIMENSIONS

SIDE VIEW

This warranty is conditioned upon proper installation, use and maintenance.For more details please consult aimlite.com/warranty/.
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Filename: P14LR-2-LA2-2-40K
Manufacturer: Aimlite

Luminaire: P14LR-2-LA2-2-40K-xx-xx
Luminaire Cat: P14LR-2-LA2-2-40K-xx-xx

Lamp: LED
Lamp Output: Total luminaire Lumens: 5343.5
Max Candela: 1,821.2 at Horizontal: 0°, Vertical: 0° 

Input Wattage: 45
Luminous Opening: Rectangle (L: 24", W: 24")

Test: 1
Test Date: 2018-01-19
Test Lab: EVERFINE

Photometry : Type C
CIE Class: Direct

Cutoff Class: Cutoff
Nema Type: 7 X 7

Zonal Lumen Summary
Zone Lumens % Luminaire
0-30 1,415.3 26.5%
0-40 2,319.2 43.4%
0-60 4,107.0 76.9%
60-90 1,179.1 22.1%
70-100 524.4 9.8%
90-120 18.9 0.4%
0-90 5,286.1 98.9%
90-180 57.5 1.1%
0-180 5,343.6 100%

Lumens Per Zone
Zone Lumens  % Total   Zone Lumens % Total
0-10 172.1 3.2%   90-100 5.2 0.1%
10-20 493.6 9.2%   100-110 6.0 0.1%
20-30 749.6 14.0%   110-120 7.7 0.1%
30-40 904.0 16.9%   120-130 8.7 0.2%
40-50 937.7 17.5%   130-140 9.0 0.2%
50-60 850.1 15.9%   140-150 8.2 0.2%
60-70 659.9 12.3%   150-160 6.7 0.1%
70-80 394.7 7.4%   160-170 4.4 0.1%
80-90 124.5 2.3%   170-180 1.5 0%

Coefficients Of Utilization - Zonal Cavity Method
Effective Floor Cavity Reflectance: 20% 

RCC %: 80 70 50 30 10 0
RW %:
RCR: 0

1
2
3
4
5
6

70 50 30 0
1.19 1.19 1.19 1.19
1.08 1.03 .99 .95
.98 .90 .83 .77
.89 .79 .70 .64
.82 .70 .61 .54
.75 .62 .53 .46
.69 .56 .47 .40

70 50 30 0
1.16 1.16 1.16 .99
1.05 1.01 .97 .83
.95 .88 .81 .69
.87 .77 .69 .59
.79 .68 .60 .50
.73 .61 .52 .44
.67 .55 .46 .39

50 30 20
1.11 1.11 1.11
.96 .93 .90
.84 .79 .74
.74 .67 .62
.66 .58 .53
.59 .51 .45
.53 .45 .40

50 30 20
1.06 1.06 1.06
.92 .90 .87
.81 .76 .72
.71 .65 .61
.63 .57 .52
.57 .50 .45
.51 .44 .39

50 30 20
1.01 1.01 1.01
.89 .86 .84
.77 .74 .70
.68 .63 .59
.61 .55 .51
.55 .49 .44
.49 .43 .39

0
.99
.82
.68
.57
.49
.42
.37

Page 1 of 4Photometric Report: P14LR-2-LA2-2-40K

10/22/2019file:///C:/ProgramData/PhotometricsPro/temp/P14LR-2-LA2-2-40K_rep.htm

ZONE LUMENS % FIXTURE

0-30 1 193.6 26

0-40 1 963.1 42.7

0-60 3 509 76.3

60-90 1 038.6 22.6

70-100 469.2 10.2

90-120 17.8 0.4

0-90 4 547.6 98.9

90-180 50.5 1.1

0-180 4 598.2 100

CENTER BEAM FC BEAM WIDTH

1.7' 530 4.9'

3.3' 141 9.6'

5.0' 61.2 14.6'

6.7' 34.1 19.5'

8.3' 22.2 24.2'

10.0' 15.3 29.1'

 Vert. Spread: 111.0°

PHOTOMETRIC DATA 1

POLAR CANDELA DISTRIBUTION

P14LR-2LA2-2/40K • 4 598.2 LM

P14LR-4LA1-32/40K • 5 341.2 LM 

P14LR-4LA1-2/40K • 4 713.0 LM

ZONAL LUMEN SUMMARY

ZONE LUMENS % FIXTURE

0-30 1 408 26.4

0-40 2 313.7 43.3

0-60 4 115.8 77.1

60-90 1167.5 21.9

70-100 510.3 9.6

90-120 18.7 0.4

0-90 5 283.3 98.9

90-180 57.9 1.1

0-180 5 341.2 100

CENTER BEAM FC BEAM WIDTH

1.7' 624 5.2'

3.3' 166 10.1'

5.0' 72.2 15.4'

6.7' 40.2 20.6'

8.3' 26.2 25.5'

10.0' 18.0 30.7'

 Vert. Spread: 113.9°

ILLUMINANCE AT A DISTANCE

ZONE LUMENS % FIXTURE

0-30 1 253.8 26.6

0-40 2 054.7 43.6

0-60 3 636.4 77.2

60-90 1 026.7 21.8

70-100 453.2 9.6

90-120 15.9 0.3

0-90 4 663.1 98.9

90-180 49.9 1.1

0-180 4713 100

CENTER BEAM FC BEAM WIDTH

1.7' 558 5.1'

3.3' 148 9.9'

5.0' 64.6 15.1'

6.7' 36.0 20.2'

8.3' 23.4 25.0'

10.0' 16.1 30.1'

 Vert. Spread: 112.8°

POLAR CANDELA DISTRIBUTION ZONAL LUMEN SUMMARY ILLUMINANCE AT A DISTANCE

POLAR CANDELA DISTRIBUTION ZONAL LUMEN SUMMARY ILLUMINANCE AT A DISTANCE

1 Complete IES files available on our website.

P14LR

Filename: P14LR-4-LA1-32-40K
Manufacturer: Aimlite

Luminaire: P14LR-4-LA1-32-40K-xx-xx
Luminaire Cat: P14LR-4-LA1-32-40K-xx-xx

Lamp: LED
Lamp Output: Total luminaire Lumens: 7023.5
Max Candela: 2,400.8 at Horizontal: 0°, Vertical: 0° 

Input Wattage: 60
Luminous Opening: Rectangle (L: 48", W: 24")

Test: 01
Test Date: 2017-12-31
Test Lab: EVERFINE

Photometry : Type C
CIE Class: Direct

Cutoff Class: Cutoff
Nema Type: 7 X 7

Zonal Lumen Summary
Zone Lumens % Luminaire
0-30 1,866.3 26.6%
0-40 3,059.7 43.6%
0-60 5,426.6 77.3%
60-90 1,533.2 21.8%
70-100 672.9 9.6%
90-120 22.2 0.3%
0-90 6,959.8 99.1%
90-180 63.7 0.9%
0-180 7,023.5 100%

Lumens Per Zone
Zone Lumens  % Total   Zone Lumens % Total
0-10 227.1 3.2%   90-100 5.9 0.1%
10-20 651.0 9.3%   100-110 7.3 0.1%
20-30 988.1 14.1%   110-120 8.9 0.1%
30-40 1,193.5 17.0%   120-130 9.8 0.1%
40-50 1,242.0 17.7%   130-140 9.8 0.1%
50-60 1,124.8 16.0%   140-150 8.8 0.1%
60-70 866.2 12.3%   150-160 7.1 0.1%
70-80 512.4 7.3%   160-170 4.6 0.1%
80-90 154.5 2.2%   170-180 1.6 0%

Coefficients Of Utilization - Zonal Cavity Method
Effective Floor Cavity Reflectance: 20% 

RCC %: 80 70 50 30 10 0
RW %:
RCR: 0

1
2
3
4
5
6

70 50 30 0
1.19 1.19 1.19 1.19
1.08 1.03 .99 .95
.98 .90 .83 .77
.90 .79 .71 .64
.82 .70 .61 .54
.75 .62 .53 .46
.69 .56 .47 .40

70 50 30 0
1.16 1.16 1.16 .99
1.05 1.01 .97 .83
.96 .88 .82 .70
.87 .77 .69 .59
.79 .68 .60 .51
.73 .61 .52 .44
.67 .55 .46 .39

50 30 20
1.11 1.11 1.11
.97 .93 .90
.84 .79 .74
.74 .67 .62
.66 .58 .53
.59 .51 .46
.53 .45 .40

50 30 20
1.06 1.06 1.06
.93 .90 .87
.81 .76 .72
.71 .66 .61
.63 .57 .52
.57 .50 .45
.51 .45 .39

50 30 20
1.01 1.01 1.01
.89 .87 .85
.78 .74 .71
.68 .64 .60
.61 .56 .51
.55 .49 .44
.50 .44 .39

0
.99
.82
.68
.57
.49
.42
.37
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Filename: P14LR-4-LA1-2-40K
Manufacturer: Aimlite

Luminaire: P14LR-4-LA1-2-40K-xx-xx
Luminaire Cat: P14LR-4-LA1-2-40K-xx-xx

Lamp: LED
Lamp Output: Total luminaire Lumens: 7023.5
Max Candela: 2,400.8 at Horizontal: 0°, Vertical: 0° 

Input Wattage: 60
Luminous Opening: Rectangle (L: 48", W: 24")

Test: 01
Test Date: 2017-12-31
Test Lab: EVERFINE

Photometry : Type C
CIE Class: Direct

Cutoff Class: Cutoff
Nema Type: 7 X 7

Zonal Lumen Summary
Zone Lumens % Luminaire
0-30 1,866.3 26.6%
0-40 3,059.7 43.6%
0-60 5,426.6 77.3%
60-90 1,533.2 21.8%
70-100 672.9 9.6%
90-120 22.2 0.3%
0-90 6,959.8 99.1%
90-180 63.7 0.9%
0-180 7,023.5 100%

Lumens Per Zone
Zone Lumens  % Total   Zone Lumens % Total
0-10 227.1 3.2%   90-100 5.9 0.1%
10-20 651.0 9.3%   100-110 7.3 0.1%
20-30 988.1 14.1%   110-120 8.9 0.1%
30-40 1,193.5 17.0%   120-130 9.8 0.1%
40-50 1,242.0 17.7%   130-140 9.8 0.1%
50-60 1,124.8 16.0%   140-150 8.8 0.1%
60-70 866.2 12.3%   150-160 7.1 0.1%
70-80 512.4 7.3%   160-170 4.6 0.1%
80-90 154.5 2.2%   170-180 1.6 0%

Coefficients Of Utilization - Zonal Cavity Method
Effective Floor Cavity Reflectance: 20% 

RCC %: 80 70 50 30 10 0
RW %:
RCR: 0

1
2
3
4
5
6

70 50 30 0
1.19 1.19 1.19 1.19
1.08 1.03 .99 .95
.98 .90 .83 .77
.90 .79 .71 .64
.82 .70 .61 .54
.75 .62 .53 .46
.69 .56 .47 .40

70 50 30 0
1.16 1.16 1.16 .99
1.05 1.01 .97 .83
.96 .88 .82 .70
.87 .77 .69 .59
.79 .68 .60 .51
.73 .61 .52 .44
.67 .55 .46 .39

50 30 20
1.11 1.11 1.11
.97 .93 .90
.84 .79 .74
.74 .67 .62
.66 .58 .53
.59 .51 .46
.53 .45 .40

50 30 20
1.06 1.06 1.06
.93 .90 .87
.81 .76 .72
.71 .66 .61
.63 .57 .52
.57 .50 .45
.51 .45 .39

50 30 20
1.01 1.01 1.01
.89 .87 .85
.78 .74 .71
.68 .64 .60
.61 .56 .51
.55 .49 .44
.50 .44 .39

0
.99
.82
.68
.57
.49
.42
.37
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Filename: P14LR-2-LA2-2-40K
Manufacturer: Aimlite

Luminaire: P14LR-2-LA2-2-40K-xx-xx
Luminaire Cat: P14LR-2-LA2-2-40K-xx-xx

Lamp: LED
Lamp Output: Total luminaire Lumens: 5343.5
Max Candela: 1,821.2 at Horizontal: 0°, Vertical: 0° 

Input Wattage: 45
Luminous Opening: Rectangle (L: 24", W: 24")

Test: 1
Test Date: 2018-01-19
Test Lab: EVERFINE

Photometry : Type C
CIE Class: Direct

Cutoff Class: Cutoff
Nema Type: 7 X 7

Zonal Lumen Summary
Zone Lumens % Luminaire
0-30 1,415.3 26.5%
0-40 2,319.2 43.4%
0-60 4,107.0 76.9%
60-90 1,179.1 22.1%
70-100 524.4 9.8%
90-120 18.9 0.4%
0-90 5,286.1 98.9%
90-180 57.5 1.1%
0-180 5,343.6 100%

Lumens Per Zone
Zone Lumens  % Total   Zone Lumens % Total
0-10 172.1 3.2%   90-100 5.2 0.1%
10-20 493.6 9.2%   100-110 6.0 0.1%
20-30 749.6 14.0%   110-120 7.7 0.1%
30-40 904.0 16.9%   120-130 8.7 0.2%
40-50 937.7 17.5%   130-140 9.0 0.2%
50-60 850.1 15.9%   140-150 8.2 0.2%
60-70 659.9 12.3%   150-160 6.7 0.1%
70-80 394.7 7.4%   160-170 4.4 0.1%
80-90 124.5 2.3%   170-180 1.5 0%

Coefficients Of Utilization - Zonal Cavity Method
Effective Floor Cavity Reflectance: 20% 

RCC %: 80 70 50 30 10 0
RW %:
RCR: 0

1
2
3
4
5
6

70 50 30 0
1.19 1.19 1.19 1.19
1.08 1.03 .99 .95
.98 .90 .83 .77
.89 .79 .70 .64
.82 .70 .61 .54
.75 .62 .53 .46
.69 .56 .47 .40

70 50 30 0
1.16 1.16 1.16 .99
1.05 1.01 .97 .83
.95 .88 .81 .69
.87 .77 .69 .59
.79 .68 .60 .50
.73 .61 .52 .44
.67 .55 .46 .39

50 30 20
1.11 1.11 1.11
.96 .93 .90
.84 .79 .74
.74 .67 .62
.66 .58 .53
.59 .51 .45
.53 .45 .40

50 30 20
1.06 1.06 1.06
.92 .90 .87
.81 .76 .72
.71 .65 .61
.63 .57 .52
.57 .50 .45
.51 .44 .39

50 30 20
1.01 1.01 1.01
.89 .86 .84
.77 .74 .70
.68 .63 .59
.61 .55 .51
.55 .49 .44
.49 .43 .39

0
.99
.82
.68
.57
.49
.42
.37
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ZONE LUMENS % FIXTURE

0-30 1 415.3 26.5

0-40 2 319.2 43.4

0-60 4 107 76.9

60-90 1 179.1 22.1

70-100 524.4 9.8

90-120 18.9 0.4

0-90 5 286.1 98.9

90-180 57.5 1.1

0-180 5 343.6 100

CENTER BEAM FC BEAM WIDTH

1.7' 630 5.1'

3.3' 167 9.8'

5.0' 72.8 14.9'

6.7' 40.6 20.0'

8.3' 26.4 24.7'

10.0' 18.2 29.8'

 Vert. Spread: 112.3°

PHOTOMETRIC DATA 1 (CONT’D)

POLAR CANDELA DISTRIBUTION

P14LR-2LA2-2/40K • 5 343.6 LM

P14LR-4LA1-32/40K • 7 276.4 LM 

P14LR-4LA1-2/40K • 7 023.0 LM

ZONAL LUMEN SUMMARY

ZONE LUMENS % FIXTURE

0-30 1 934.4 26.6

0-40 3 171.3 43.6

0-60 5 621.1 77.3

60-90 1 588.7 21.8

70-100 699.9 9.6

90-120 23.4 0.3

0-90 7 209.8 99.1

90-180 66.6 0.9

0-180 7 276.4 100

CENTER BEAM FC BEAM WIDTH

1.7' 861 5.2'

3.3' 229 10.1'

5.0' 99.5 15.4'

6.7' 55.4 20.6'

8.3' 36.1 25.5'

10.0' 24.9 30.7'

 Vert. Spread: 113.9°

ILLUMINANCE AT A DISTANCE

ZONE LUMENS % FIXTURE

0-30 1 866.3 26.6

0-40 3 059.7 43.6

0-60 5 426.6 77.3

60-90 1 533.2 21.8

70-100 672.9 9.6

90-120 22.2 0.3

0-90 6 959.8 99.1

90-180 63.7 0.9

0-180 7 023.5 100

CENTER BEAM FC BEAM WIDTH

1.7' 831 5.2'

3.3' 220 10.1'

5.0' 96.0 15.3'

6.7' 53.5 20.5'

8.3' 34.8 25.4'

10.0' 24.0 30.6'

 Vert. Spread: 113.7

POLAR CANDELA DISTRIBUTION ZONAL LUMEN SUMMARY ILLUMINANCE AT A DISTANCE

POLAR CANDELA DISTRIBUTION ZONAL LUMEN SUMMARY ILLUMINANCE AT A DISTANCE

1 Complete IES files available on our website.

P14LR

Data is based upon tests performed in a controlled environment. Actual performance can vary depending on operating conditions. All products are 
subject to change or may be discontinued any time without notice.

Filename: P14LR-4-LA1-32-40K
Manufacturer: Aimlite

Luminaire: P14LR-4-LA1-32-40K-xx-xx
Luminaire Cat: P14LR-4-LA1-32-40K-xx-xx

Lamp: LED
Lamp Output: Total luminaire Lumens: 7023.5
Max Candela: 2,400.8 at Horizontal: 0°, Vertical: 0° 

Input Wattage: 60
Luminous Opening: Rectangle (L: 48", W: 24")

Test: 01
Test Date: 2017-12-31
Test Lab: EVERFINE

Photometry : Type C
CIE Class: Direct

Cutoff Class: Cutoff
Nema Type: 7 X 7

Zonal Lumen Summary
Zone Lumens % Luminaire
0-30 1,866.3 26.6%
0-40 3,059.7 43.6%
0-60 5,426.6 77.3%
60-90 1,533.2 21.8%
70-100 672.9 9.6%
90-120 22.2 0.3%
0-90 6,959.8 99.1%
90-180 63.7 0.9%
0-180 7,023.5 100%

Lumens Per Zone
Zone Lumens  % Total   Zone Lumens % Total
0-10 227.1 3.2%   90-100 5.9 0.1%
10-20 651.0 9.3%   100-110 7.3 0.1%
20-30 988.1 14.1%   110-120 8.9 0.1%
30-40 1,193.5 17.0%   120-130 9.8 0.1%
40-50 1,242.0 17.7%   130-140 9.8 0.1%
50-60 1,124.8 16.0%   140-150 8.8 0.1%
60-70 866.2 12.3%   150-160 7.1 0.1%
70-80 512.4 7.3%   160-170 4.6 0.1%
80-90 154.5 2.2%   170-180 1.6 0%

Coefficients Of Utilization - Zonal Cavity Method
Effective Floor Cavity Reflectance: 20% 

RCC %: 80 70 50 30 10 0
RW %:
RCR: 0

1
2
3
4
5
6

70 50 30 0
1.19 1.19 1.19 1.19
1.08 1.03 .99 .95
.98 .90 .83 .77
.90 .79 .71 .64
.82 .70 .61 .54
.75 .62 .53 .46
.69 .56 .47 .40

70 50 30 0
1.16 1.16 1.16 .99
1.05 1.01 .97 .83
.96 .88 .82 .70
.87 .77 .69 .59
.79 .68 .60 .51
.73 .61 .52 .44
.67 .55 .46 .39

50 30 20
1.11 1.11 1.11
.97 .93 .90
.84 .79 .74
.74 .67 .62
.66 .58 .53
.59 .51 .46
.53 .45 .40

50 30 20
1.06 1.06 1.06
.93 .90 .87
.81 .76 .72
.71 .66 .61
.63 .57 .52
.57 .50 .45
.51 .45 .39

50 30 20
1.01 1.01 1.01
.89 .87 .85
.78 .74 .71
.68 .64 .60
.61 .56 .51
.55 .49 .44
.50 .44 .39

0
.99
.82
.68
.57
.49
.42
.37
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Filename: P14LR-4-LA1-2-40K
Manufacturer: Aimlite

Luminaire: P14LR-4-LA1-2-40K-xx-xx
Luminaire Cat: P14LR-4-LA1-2-40K-xx-xx

Lamp: LED
Lamp Output: Total luminaire Lumens: 7023.5
Max Candela: 2,400.8 at Horizontal: 0°, Vertical: 0° 

Input Wattage: 60
Luminous Opening: Rectangle (L: 48", W: 24")

Test: 01
Test Date: 2017-12-31
Test Lab: EVERFINE

Photometry : Type C
CIE Class: Direct

Cutoff Class: Cutoff
Nema Type: 7 X 7

Zonal Lumen Summary
Zone Lumens % Luminaire
0-30 1,866.3 26.6%
0-40 3,059.7 43.6%
0-60 5,426.6 77.3%
60-90 1,533.2 21.8%
70-100 672.9 9.6%
90-120 22.2 0.3%
0-90 6,959.8 99.1%
90-180 63.7 0.9%
0-180 7,023.5 100%

Lumens Per Zone
Zone Lumens  % Total   Zone Lumens % Total
0-10 227.1 3.2%   90-100 5.9 0.1%
10-20 651.0 9.3%   100-110 7.3 0.1%
20-30 988.1 14.1%   110-120 8.9 0.1%
30-40 1,193.5 17.0%   120-130 9.8 0.1%
40-50 1,242.0 17.7%   130-140 9.8 0.1%
50-60 1,124.8 16.0%   140-150 8.8 0.1%
60-70 866.2 12.3%   150-160 7.1 0.1%
70-80 512.4 7.3%   160-170 4.6 0.1%
80-90 154.5 2.2%   170-180 1.6 0%

Coefficients Of Utilization - Zonal Cavity Method
Effective Floor Cavity Reflectance: 20% 

RCC %: 80 70 50 30 10 0
RW %:
RCR: 0

1
2
3
4
5
6

70 50 30 0
1.19 1.19 1.19 1.19
1.08 1.03 .99 .95
.98 .90 .83 .77
.90 .79 .71 .64
.82 .70 .61 .54
.75 .62 .53 .46
.69 .56 .47 .40

70 50 30 0
1.16 1.16 1.16 .99
1.05 1.01 .97 .83
.96 .88 .82 .70
.87 .77 .69 .59
.79 .68 .60 .51
.73 .61 .52 .44
.67 .55 .46 .39

50 30 20
1.11 1.11 1.11
.97 .93 .90
.84 .79 .74
.74 .67 .62
.66 .58 .53
.59 .51 .46
.53 .45 .40

50 30 20
1.06 1.06 1.06
.93 .90 .87
.81 .76 .72
.71 .66 .61
.63 .57 .52
.57 .50 .45
.51 .45 .39

50 30 20
1.01 1.01 1.01
.89 .87 .85
.78 .74 .71
.68 .64 .60
.61 .56 .51
.55 .49 .44
.50 .44 .39

0
.99
.82
.68
.57
.49
.42
.37
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