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Project Name:

Note: Type:

Catalog Number:

Submittal form is available @ www.iuseeliteled.com
Tel: 323-888-1973 • Fax: 323-888-1977

Specifications and Dimensions 
subject to change without notice.

4” ROUND SLIM LED

4” Round Slim LED with Easy Color SeleCCTor

Ordering Information: Example: RL475-850L-DIMTR-120-27K/30K/35K/40K/50K-90-WH

SERIES/APERTURE/LUMENS
RL475-850L - 850 lumens

VOLTAGE
120 - 120V

DIMMING
DIMTR - Triac

FEATURE
Round 4” fixtures with integral LEDs. One driver for every fixture required. 
PF>0.95.Maximum number of fixtures per standard 150W LED dimmer: 12

Dimmable
ETL Approved and Energy Star Certified
Damp location approved
Pot light housing is not required even for insulated ceilings
Fast and easy to install in limited space locations
External driver factory mounted inside connector box
New construction rough-in plates and jumper cables available
Available in 4 Color Temperatures ( 2700K, 3000K, 35000K, 4000K and 5000K)
50,000 Hours Life

TECHNICAL SPECIFICATIONS

WATTAGES: 12W

OUTPUT: Default Driver Voltage: 120V AC 60 Hz (Dimmable)

OPTICS: 120°

CRI: 90+

AMBIENT TEMPERATURE: -40°F (-40°C) to +104°F (+40°C)

LISTING

Energy Star

ETL listed for Damp location

CCT
27K30K/35K/40K/50K

CRI
90 - 90+ CRI

FINISH
WH - White

FINISH
RL475-RT-BZ (BRONZE)
RL475-RT-BK (BLACK)
RL475-RT-CH (CHROME)
RL475-RT-CP (COPPER)
RL475-RT-SN (SATIN NICKEL)

SPECIFICATIONS:

APERTURE 4”

LUMENS 850 lumens

WATTAGE 12W

CCT 27K/30K/35K/40K/50K

CRI 90

VOLTAGE 120V

POWER FREQUENCY 60 Hz

FINISH White

AMBIENT ENVIRONMENT  Damp location

4 
-7

/8
"

4-
 5

/1
6"

15
/1

6"

1-
 11

/3
2"

1-
 11

/3
2"

3-7/16"

15"

Cut out: Ø4 1/4"

4-
 5

/1
6"

18"

4-
 3

/4
"

7/
8"

Cut out: Ø4 5/16"

4-3/4"

RL475 RL475

4-
 7

/8
"

4-
 5

/1
6"

1" 1 
-1

1/
32

"
1 

-1
1/

32
"

3-7/16"

15"

Cut out: Ø4 1/4"

4-
 5

/1
6"

4-
 3

/4
"

1-
 3

/8
"

3-7/16"

15"

4-3/4"

Cut out: Ø4 1/4" (105mm)

DIMENSIONS

850L

ACCESSORIES
RL-ACC-SLIM-1-10F
RL-ACC-SLIM-1-20F
RL-ACC-SLIM-4-ROUGHPLATE
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SLIM DISK LED
Project Name:

Note: Type:

Catalog Number:

4” ROUND SLIM LED

4” Round Slim LED with Easy Color SeleCCTor

4”

390Due to the changes of constant improvement in LED technology, all details are subject to change without notice. 
Consult factory for up to date information. 

RL475 LED
4” ROUND SLIM LED
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INSTALLATION

• Cut hole in ceiling and snap fixture in opening with attached spring clips.
Space in ceiling needed for the driver to fit through the ceiling height – 2".

RL-ACC-SLIM-1-10F
10-ft long extension

RL475-RT-BZ
(Bronze)

RL475-RT-BK
(Black)

RL475-RT-CH
(Chrome)

RL475-RT-CP
(Copper)

RL475-RT-SN
(Satin Nickel)

RL-ACC-SLIM-1-20F
20-ft long extension

RL-ACC-SLIM-4-ROUGHPLATE

AVAILABLE COLOR INSERTS FOR RL475 - 4” RETROFIT

AVAILABLE ACCESSORIES FOR RL475 - 4” RETROFIT

RL475-LED-700L-DIM10-MVOLT TEST NO.: EL071622
INPUT WATTS: 11                 LUMENS: 618                  CRI: 85+ EFFICACY: 56 CCT: 4000K SPACING CRITERIA: 1.36

Candle Power Distribution (Candelas)

RC - Ceiling Cavity Reflectance              RW - Wall Reflectance
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Coefficients of Utilization - Zonal Cavity Method
Effective Floor Cavity Reflectance 0.20

Zonal Lumens Summary

0
Candela TabulationLumens Per Zone

Zone Lumens

0-10 20.67
10-20 58.99
20-30 88.90
30-40 106.23
40-50 109.05
50-60 98.14
60-70 75.25
70-80 45.55
80-90 15.29

Luminance (Average candela/M2)
Angle
in 
Degrees

Average
0º

Average
45º

Average
90º

45 26046 26355 25877
55 25489 25777 24878
65 24648 25154 23447
75 24343 24659 21375
85 26039 26443 18004

0 218.55
5 217.96
15 210.43
25 195.98
35 173.48
45 146.48
55 116.28
65 82.85
75 50.11
85 18.05
90 2.02

RC 80% 70% 50% 30% 10% 0%

RW 70% 50% 30% 10% 70% 50% 30% 10% 50% 30% 10% 50% 30% 10% 50% 30% 10% 0%

0 119 119 119 119 116 116 116 116 111 111 111 106 106 106 102 102 102 100
1 109 104 99 95 106 101 97 94 97 94 91 93 90 88 89 87 85 83
2 99 90 83 77 96 88 82 76 85 79 75 81 77 73 78 75 71 69
3 90 79 71 64 87 77 70 64 74 68 62 72 66 61 69 64 60 58
4 82 70 61 54 80 69 60 54 66 59 53 64 58 52 62 56 52 50
5 76 63 53 47 73 61 53 46 59 52 46 57 51 45 55 50 45 43
6 70 56 47 41 68 55 47 41 54 46 40 52 45 40 50 44 40 37
7 65 51 42 36 63 50 42 36 49 41 36 47 40 35 46 40 35 33
8 60 47 38 32 59 46 38 32 45 37 32 43 37 32 42 36 31 29
9 56 43 35 29 55 42 34 29 41 34 29 40 33 29 39 33 28 27

10 53 39 32 26 51 39 31 26 38 31 26 37 30 26 36 30 26 24

Zone Lumens %Lamp %Fixt

0-20 79.65 12.90 12.90
0-30 168.55 27.30 27.30
0-40 274.78 44.50 44.50
0-60 481.97 78.00 78.00
0-80 602.76 97.60 97.50
0-90 618.05 100.10 100.00

55
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219

90º  

80º  

70º  

60º  

50º  

40º  

30º  
20º  

10º  

Cone of Light

BEAM DIA. MEASURED AT 50% OF NADIR F.C.

Distance to 
Plane

Initial 
Footcandle 

at Nadir
Beam

diameter

4.0 13.7 fc 11.6 ft

8.0 3.41 fc 23.2 ft

12.0 1.52 fc 34.8 ft

16.0 0.85 fc 46.4 ft

20.0 0.55 fc 58 ft

24.0 0.38 fc 69.6 ft

4”

390Due to the changes of constant improvement in LED technology, all details are subject to change without notice. 
Consult factory for up to date information. 

RL475 LED
4” ROUND SLIM LED
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INSTALLATION

• Cut hole in ceiling and snap fixture in opening with attached spring clips.
Space in ceiling needed for the driver to fit through the ceiling height – 2".

RL-ACC-SLIM-1-10F
10-ft long extension

RL475-RT-BZ
(Bronze)

RL475-RT-BK
(Black)

RL475-RT-CH
(Chrome)

RL475-RT-CP
(Copper)

RL475-RT-SN
(Satin Nickel)

RL-ACC-SLIM-1-20F
20-ft long extension

RL-ACC-SLIM-4-ROUGHPLATE

AVAILABLE COLOR INSERTS FOR RL475 - 4” RETROFIT

AVAILABLE ACCESSORIES FOR RL475 - 4” RETROFIT

RL475-LED-700L-DIM10-MVOLT TEST NO.: EL071622
INPUT WATTS: 11                 LUMENS: 618                  CRI: 85+ EFFICACY: 56 CCT: 4000K SPACING CRITERIA: 1.36

Candle Power Distribution (Candelas)

RC - Ceiling Cavity Reflectance              RW - Wall Reflectance

R
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Coefficients of Utilization - Zonal Cavity Method
Effective Floor Cavity Reflectance 0.20

Zonal Lumens Summary

0
Candela TabulationLumens Per Zone

Zone Lumens

0-10 20.67
10-20 58.99
20-30 88.90
30-40 106.23
40-50 109.05
50-60 98.14
60-70 75.25
70-80 45.55
80-90 15.29

Luminance (Average candela/M2)
Angle
in 
Degrees

Average
0º

Average
45º

Average
90º

45 26046 26355 25877
55 25489 25777 24878
65 24648 25154 23447
75 24343 24659 21375
85 26039 26443 18004

0 218.55
5 217.96
15 210.43
25 195.98
35 173.48
45 146.48
55 116.28
65 82.85
75 50.11
85 18.05
90 2.02

RC 80% 70% 50% 30% 10% 0%

RW 70% 50% 30% 10% 70% 50% 30% 10% 50% 30% 10% 50% 30% 10% 50% 30% 10% 0%

0 119 119 119 119 116 116 116 116 111 111 111 106 106 106 102 102 102 100
1 109 104 99 95 106 101 97 94 97 94 91 93 90 88 89 87 85 83
2 99 90 83 77 96 88 82 76 85 79 75 81 77 73 78 75 71 69
3 90 79 71 64 87 77 70 64 74 68 62 72 66 61 69 64 60 58
4 82 70 61 54 80 69 60 54 66 59 53 64 58 52 62 56 52 50
5 76 63 53 47 73 61 53 46 59 52 46 57 51 45 55 50 45 43
6 70 56 47 41 68 55 47 41 54 46 40 52 45 40 50 44 40 37
7 65 51 42 36 63 50 42 36 49 41 36 47 40 35 46 40 35 33
8 60 47 38 32 59 46 38 32 45 37 32 43 37 32 42 36 31 29
9 56 43 35 29 55 42 34 29 41 34 29 40 33 29 39 33 28 27

10 53 39 32 26 51 39 31 26 38 31 26 37 30 26 36 30 26 24

Zone Lumens %Lamp %Fixt

0-20 79.65 12.90 12.90
0-30 168.55 27.30 27.30
0-40 274.78 44.50 44.50
0-60 481.97 78.00 78.00
0-80 602.76 97.60 97.50
0-90 618.05 100.10 100.00
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Cone of Light

BEAM DIA. MEASURED AT 50% OF NADIR F.C.

Distance to 
Plane

Initial 
Footcandle 

at Nadir
Beam

diameter

4.0 13.7 fc 11.6 ft

8.0 3.41 fc 23.2 ft

12.0 1.52 fc 34.8 ft

16.0 0.85 fc 46.4 ft

20.0 0.55 fc 58 ft

24.0 0.38 fc 69.6 ftRL-ACC-SLIM-1-10F
10-ft long extension

RL-ACC-SLIM-1-20F
20-ft long extension

RL-ACC-SLIM-4-ROUGHPLATE
Rough Plate

ACCESSORIES

COLOR INSERTS

RL475-550L-DIMTR-120-27K-30K-35K-40K-50K-90-WH TEST NO.: EL05281984
INPUT WATTS: 9.4 LUMENS: 605 CRI: 90 EFFICACY: 64 CCT: 4000K SPACING CRITERIA: 1.38

Candle Power Distribution (Candelas)

RC - Ceiling Cavity Reflectance              RW - Wall Reflectance
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Coefficients of Utilization - Zonal Cavity Method
Effective Floor Cavity Reflectance 0.20

Zonal Lumens Summary

0
Candela TabulationLumens Per Zone

Zone Lumens

0-10 19.81
10-20 56.63
20-30 85.71
30-40 103.05
40-50 106.63
50-60 96.92
60-70 75.12
70-80 45.84
80-90 14.98

Luminance (Average candela/M2)
Angle
in 
Degrees

Average
0º

Average
45º

Average
90º

45 30281 29941 29713
55 29850 29142 28487
65 29216 28180 26567
75 28897 27033 24012
85 28889 26602 2793

0 209.70
5 208.52
15 200.61
25 186.82
35 165.74
45 140.74
55 112.54
65 81.16
75 49.16
85 16.55
90 0.24

RC 80% 70% 50% 30% 10% 0%

RW 70% 50% 30% 10% 70% 50% 30% 10% 50% 30% 10% 50% 30% 10% 50% 30% 10% 0%

0 119 119 119 119 116 116 116 116 111 111 111 106 106 106 102 102 102 100
1 108 103 99 95 106 101 97 93 97 94 90 93 90 88 89 87 85 83
2 98 90 83 77 96 88 82 76 84 79 74 81 77 73 78 74 71 69
3 90 79 70 64 87 77 69 63 74 68 62 71 66 61 69 64 60 58
4 82 70 61 54 80 68 60 54 66 59 53 63 57 52 61 56 51 49
5 75 62 53 46 73 61 52 46 59 51 46 57 50 45 55 49 45 42
6 69 56 47 40 68 55 46 40 53 46 40 51 45 39 50 44 39 37
7 64 51 42 36 63 50 41 36 48 41 35 47 40 35 46 39 35 33
8 60 46 38 32 58 46 37 32 44 37 31 43 36 31 42 36 31 29
9 56 42 34 29 55 42 34 28 41 33 28 40 33 28 39 32 28 26

10 53 39 31 26 51 39 31 26 38 31 26 37 30 26 36 30 25 24

Zone Lumens %Lamp %Fixt

0-20 76.44 12.60 12.60
0-30 162.14 26.80 26.80
0-40 265.19 43.90 43.90
0-60 468.75 77.50 77.50
0-80 589.71 97.50 97.50
0-90 604.69 100.00 100.00
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90º  

80º  

70º  

60º  

50º  

40º  

30º  
20º  

10º  

Cone of Light

BEAM DIA. MEASURED AT 50% OF NADIR F.C.

(FT.)Distance 
to Plane

(FC.) Initial 
Footcandle 

at Nadir
(FT.) Beam

Vert. Spread
(FT.) Beam

Horiz. Spread

2 52.4 6.1 5.8

4 13.1 12.2 11.7

6 5.83 18.3 17.5

8 3.28 24.4 23.3

10 2.1 30.6 29.2

12 1.46 36.7 35


