
FEATURES & BENEFITS

SPECIFICATIONS

1 X 6 BASIC TELECOM MODULE

126706201V1 | OnQ

Supports up to six telephone outlets, each with up to four lines. Directly interfaces to most security systems. For
basic telephone, fax and modem service. 3"H x 6.5"W.

Features cable pair isolation and testing capability for hasslefree installations.
Quick installation with the patented OnQ mounting system.
Supports optional OnQ Telecom Surge Protection Unit.
Add additional telephone outlets simply and inexpensively with the OnQ Telecom Expansion Module.
Supports most security systems by providing RJ31x functionality through a multifunction switch and RJ45 jack.
Halfwidth design facilitates easy positioning in the OnQ Enclosure with other OnQ modules.
Supports up to four incoming telephone lines and distributes up to six telephone outlets with available expansion for increased capacity.
Easy, highquality cable termination on 110style blocks.

GENERAL INFO

Discontinued: Yes
Color: Black
Finish: Smooth SemiGloss
Footprint: 3 vertical inches and half the width of an OnQ Service Center Enclosure
Type: Telecom Module
Input Plug Type: RJ45, RJ31x

ASSEMBLY/INSTALLATION INFORMATION

Mounting Hardware Included: Yes

LISTING AGENCIES/THIRD PARTY CERTIFICATIONS

UL Listing No: ANSI/UL 1863
UL Standard: Yes
UN SPSC: 43222819

CONSTRUCTION INFORMATION

Installation Location: Enclosure

DIMENSIONS

Height (Metric): 7.6 cm
Height (US): 3"
Length (Metric): 5.1 cm
Length (US): 2"
Width (Metric): 16.5 cm
Width (US): 6.5 in

TECHNICAL INFORMATION

Humidity: 90% Relative Humidity (NonCondensing)
Material: 18 Gauge CRS
Operating Temperature (Celsius): 0°C to 55°C
Receptacle Type: 7x 8position 110 punchdown connector (1 linein), 1x surge protection, 2x RJ45 (1 security)
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