
• Adaptable to a variety of cables and applications
• Compatible with NMWU cables
• Extra-strength grip around every bushing

—
PRODUC T SHEET 

Carlon® nonmetallic strain-relief 
multi-bushing fitting
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Catalogue Number Description Trade Size Order Quantity

SRC-075

Nonmetallic unthreaded strain relief fitting 3/4 inch 25 min./mult.

SRTC-075

Nonmetallic threaded strain relief fitting 3/4 inch 25 min./mult.

SRTC-050

Nonmetallic threaded strain relief fitting 1/2 inch 25 min./mult.

* In comparison with similar products.

— 
Innovative design
For faster, more reliable installations

Carlon® indoor/outdoor nonmetallic strain-relief fittings are uniquely designed  
for high-performance reliability. Adaptable to a variety of cables and applications,  
Carlon® fittings make installations easier, faster and more secure… every time!

Carlon® nonmetallic strain-relief fittings are highly 
adaptable and can be used indoors and outdoors in 
residential and commercial applications including 
lighting arrays, pool installations, AC / heat pump 
units, exterior outlets and cable installations, and 
any other electrical cable installation that requires  
a reliably tight grip and seal.

Flexible elastomer bushings for a snug and  
secure fit on a variety of cable shapes and sizes.

Compatible with NMWU cables.

Unique overlapping compression fingers  
for an extra-strength grip around every bushing.

Multiple trapezoidal nut threads  
for easy turning and added strength.

Hand/plier-friendly gland nut  
for optimal ease-of-use.

Highest-temperature rating*  
Up to 85 °C (185 °F).

Raintight TYPE 3
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Bushing
Cables NMD 90 

(LoomexTM - Romex TM) NMWU cables
Cord cables  

diameter rage

14/3 Not applicable 0.240" to 0.340"

12/3 14/3 0.340" to 0.450"

10/3 14/3 0.340" to 0.450"

8/3 12/3 0.450" to 0.590"

8/3 10/3 0.450" to 0.590"

14/2 14/2 and 12/2 Not applicable

12/2 14/2 and 12/2 Not applicable

10/2 14/2 and 12/2 Not applicable

* Picture for illustration purposes only

Gland nut - Tightening with adjustable pliers is recommended

Four (4) interchangeable elastomer bushings - Designed  
to accommodate a large range of NM-sheathed cables  
or cord cable sizes

Overlapping fingers - Compress on the bushing when  
torque is applied to gland nut to produce a more secure  
and reliable clamping

Multiple trapezoidal threads for quick and instant assembly

Non-threaded termination  
to be glued on a 3/4 inch 
female coupler

O-Rings - Prevent ingress  
of dust and/or water  
from boxes, enclosures  
and panels, etc.

Steel locknut - For fast and 
secure installation on steel 
boxes or panels

—
SRC-075

—
SRTC-075 
SRTC-050
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—
Regional Sales Offices

Atlantic Provinces
Tel.: +1 (902) 450 1307
Toll Free: +1 (877) 862 4357
Fax: +1 (902) 450 1309

Quebec
Tel.: +1 (450) 466 1102
Toll Free: +1 (800) 465 1399
Fax: +1 (450) 466 1163

Ontario
Tel.: +1 (905) 635 7888
Toll Free: +1 (877) 291 7771
Fax: +1 (905) 635 7889

Manitoba / Saskatchewan
Tel.: +1 (604) 598 9811
Toll Free: +1 (866) 540 8220
Fax: +1 (604) 598 9840

Alberta
Tel.: +1 (780) 424 7092
Toll Free: +1 (888) 664 5666
Fax: +1 (780) 424 7093

British Columbia
Tel.: +1 (604) 598 9811
Toll Free: +1 (866) 540 8220
Fax: +1 (604) 598 9840

tnb.ca.abb.com

—
ABB Installation Products Ltd.
Electrification Business
700 Thomas Avenue
Saint-Jean-sur-Richelieu, Quebec  J2X 2M9
Tel.: +1 (450) 347 5318
Toll Free: +1 (800) 362 2952
Fax: +1 (450) 347 1976
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