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Throughout the catalog you will notice blue highlighted items. These are the most frequently ordered BURNDY® Products.

BURNDY® Products Overhead

H-51

TYPES YDS & YCS

HYSPLICE™

Jumper Sleeve for 
Copper Conductors

Loop HYSPLICE™ connector designed to
withstand jumper loop tensile and vibration
stresses. Made of pure copper tubing.
Installed with standard HYSPLICE™ tools
and dies.

* Multiple crimp die set; makes more than one crimp per tool
compression. Figure indicates number of compressions.

† U Die with adapter PT-6515
‡ U Die with adapter PUADP-1.

Tools, Die Seet Catalog Number,
& (Crimps per End)

Catalog Die Y750, Y35,
Number Conductor L Index MD7, MD6 Y45†, Y46‡ Y48B Y60BHU
YDS8W 8 Sol. 1-5/8 171 W171 (1) U171 (1)* — —
YDS6W 6 Sol. 2-5/8 161 W161 (2) U161 (1)* — —
YDS4W 4 Sol. 2-1/2 162 W162 (4) U162 (1)* — —
YDS2W 2 Sol. 3-3/4 163 W163 (6) U163 (2)* — —
YDS6C 6 (7) 2-3/4 161 W161 (2) U161 (1)* — —
YDS4C 4 (7) 2-5/8 162 W162 (4) U162 (1)* — —
YDS2C 2 (7), 3 (3) 3-5/8 163 W163 (6) U163 (2)* — —
YDS1C 1 (7, 19) 164 W164 (4) U164 (2)* — —
YCS25 1/0 (7, 19)

3-1/8
165 W165 (3) U165 (3) — —

YCS26 2/0 (7, 11, 12, 19) 3-3/8 166 W166 (6) U166 (3) — —
YCS27 3/0 (7, 19) 3-1/4 167 — U167 (3) — —
YCS28 4/0 (7, 12, 19) 3-1/8 168 — U168 (3) C168 (1) L168 (1)
YCS29 250 (7, 19, 37) 169 — U169 (4) C169 (2) L169 (2)
YCS30 300 (19, 37)

3-5/8
170 — U170 (4) C170 (1) L170 (1)

YCS31 350 (12, 19, 37) 5-3/8 267 — U267 (6) C267 (2) L267 (2)
YCS32 400 (19, 37) 5-3/4 209 — U209 (6) C209 (2) L209 (2)
YCS34 500 (19, 37) 5-1/8 210 — U210 (6) C210 (2) L210 (2)
YCS39 750 (37) 6-7/8 627 — — C627 (3) L627 (3)
YCS44 1000 (37, 61) 7-3/4 345 — — C345 (4) L345 (4)

RUS Accepted

TYPE YCU-A

Repair Sleeve for All Aluminum,
Compressed and Compact
Conductors

For restoring conductivity to damaged con-
ductors. Made of cast aluminum. Use same
die as equivalent full-tension sleeve. Use of
PENETROX™ joint compound required.

* Multiple crimp die set; makes more than one crimp per tool
compression. Figure indicates number of compressions.

† U Die with adapter PT-6515.
‡ U Die with adapter PUADP-1.

Catalog Die Tools, Die Set Catalog Number, & (Number of Crimps)
Number Conductor L Index MD7, MD6 Y35, Y750 Y45 Y46 Y48B Y60BHU
YCU2CA 2 (7) 7-5/8 163 W163 (27) U163 (9)* † ‡ — —
YCU25A 1/0 (7) 8-3/4 243 W243 (20) U243 (10) † ‡ — —
YCU28A 4/0 (7, 19) 11-7/8 249 W249 (28) U249 (14) † ‡ C249 (7) L249 (7)
YCU291A 266.8 (7) 11-5/8 251 — U251 (20) † ‡ C251 (10) L251 (10)
YCU301A 336.4 (19, 37) 11-5/8 321 — U321 (20) † ‡ C321 (10) L321 (10)


