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SPACING ADJACENT ELECTRICAL BOXES 
FOR GANGED MOUNTING

STANDARD 411⁄16" (119mm) SQUARE ELECTRICAL BOX

Master Plate
The RMP2-35 Master Plate conveniently mounts

eight RS2 series switches and/or RA2 series accessories.
The satin-finish, anodized aluminum frame mounts
on a zinc die-cast base. A key-operated lockout switch
is located in the unit to allow the switches to be
deactivated. One RK1 key is included with the plate.
For typical lockout circuit wiring diagrams, phone
1-877-584-2685 in the (USA) and (CANADA). The
Master Plate mounts directly on a 411⁄16" x 411⁄16"
square box using the “S” bracket packed with the
unit. (It may NOT be mounted on a 4" square box).

Catalog # Description Color

RMP2-35 8-Switch Master Plate Aluminum with Black Trim

RK1 Replacement Key (1 furnished with unit)

Heavy-Duty Toggle Switches
The GE 5935 series single-pole, double-throw,

center OFF, momentary switches allow the designer
to match the appearance of conventional switches.
The devices are rated at 15 Amp, 277 VAC and require
a standard switch plate, which is not included.

Catalog # Description / Toggle Color

GE 5935-1G Brown

GE 5935-2G Ivory

GE 5935-7G White

GE 5935-9G Gray

GE 5935-0LG Locking Switch with 2 Keys

GE 5099-0 Replacement Key for GE 5935-0LG

RMP2-35 MASTER PLATE DIMENSIONS

The GE 5935 Series does not offer pilot light or locator light versions.


