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24 (Surface)

25.5 (Flush)

Note: The P3 Dead Front size is larger  than P1/P2, so any 
fronts or Dead Front interfaces for P3 interiors have to be  
larger than those for P1/P2. If a P3 Front is used with a P1/P2  
interior there is a gap that allows access to live parts, so this 
is not allowed or UL approved.

P3 series fronts (will not work with P1/P2 interiors)

Front 
Height
Inches

Standard FAS-Latch Front

24” W Flush Standard 24” W Surface Standard

Catalog Number Catalog Number

56 P3F56 P3S56
62 P3F62 P3S62
68 P3F68 P3S68

74 P3F74 P3S74

80 P3F80 P3S80

Front 
Height
Inches

Door-in-Door Front

24” W Flush 24” W Surface  

Catalog Number Catalog Number

56 P3F56D P3S56D
62 P3F62D P3S62D
68 P3F68D P3S68D

74 P3F74D P3S74D

80 P3F80D P3S80D

Front 
Height
Inches

Hinge-to-Box Front

24” W Flush 24” W Surface  

Catalog Number Catalog Number

56 P3F56H P3S56H
62 P3F62H P3S62H
68 P3F68H P3S68H

74 P3F74H P3S74H

80 P3F80H P3S80H

Note: Add "M" suffix for Metal Card Holder.
Non-standard P3 series fronts options must be ordered as manual 
item on factory. For welded metal card holder, contact Customer 
Support for availability.

24"W P3
Box Size

Surface Flush # of Hinges

A A

56 56 57.5 3
62 62 63.5 3

68 68 69.5 3
74 74 75.5 3

80 80 81.5 3

Note: Add "M" suffix for Metal Card Holder or "WM" suffix for Welded 
Metal Card Holder

Note: Add "M" suffix for Metal Card Holder. For Welded Metal Card 
Holder, contact Customer Support for availability.

 Stainless 304 is available as a special order for 20" W and 24" W only. 
Stainless 316 is not available. Flush stainless fronts are typically 1/2" 
wider and taller than standard flush fronts.
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