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SHEET 1  OF 3 

E

CAT.  NO:

ITEM NO:

HYLUG
SEE TABLE

TYPE YAV - L

DRAWN BY:

CHECKER:

DSN APRVL:

MFG APRVL:

QA APRVL:

MKT APRVL:

PROD FAM:

PROJECT #:

DOCUMENT TYPE:
REL LEVEL:

P.WINSON

S.VENKATESAN

K.CASTONGUAY

--

11/1/2018

10/31/2018

 

SALES

Released

TO ORDER BURNDY® PRODUCTS CALL

 

UNITED STATES

1-800-346-4175 (LONDONDERRY, NH)

 

CANADA:

1-800-361-6975 (QUEBEC)

1-800-387-6487 (ALL OTHER PROVINCES)

 

FOR PRODUCT INFO: http://www.burndy.com

 

12/12/2018

B.POST

M.BAILLY

--

--

11/27/2018

11/26/2018

REV DATE DESCRIPTION ECO BY C'H'K.

E

06/30/21

UPDATED SHEET 1 TABLE 210630009757 JL KC

 
 NOTES: 

1.   TERMINAL: TIN PLATED COPPER 

2.   DIMENSIONS IN BRACKETS [ ] ARE IN MILLIMETERS AND ARE FOR REFERENCE ONLY. 

3.   UL LISTED WIRE CONNECTORS PER UL486A/B (FILE E9498) REQUIREMENTS 

4.   CSA CERTIFIED WIRE CONNECTORS PER CSA C22.2 NO. 65 REQUIREMENTS (FILE 42862) ONLY FOR STRANDED WIRE 

5.   MEETS REQUIREMENTS OF SAE-AS7928 (MAIN OFFICE CAGE CODE NUMBER: 1NJK8) 

6.   AVAILABLE IN (90°) RIGHT ANGLE DESIGN. SUFFIX "RS" REPLACES SUFFIX "L". 

7.   ADD "NK" SUFFIX FOR NICKEL PLATED HYLUGS FOR HIGH TEMPERATURE APPLICATIONS UP TO 650°F CONTINUOUS SERVICE AND 750°F INTERMITTENT SERVICE. 

8.   ADD "BR" SUFFIX FOR UNPLATED HYLUGS. 
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