
FEATURES & BENEFITS

SPECIFICATIONS

1GANG 6P6C RJ25 TERMINATING WALL
PHONE PLATE

WP2002WH | OnQ

Provide convienient telephone access with this preconfigured phone plate.

Instant phone access.
Hang a phone directly on the plate.

GENERAL INFO

Color: White
Pair Count: 3
Termination: 6P6C
Type: Preconfigured Wallplate
Input Plug Type: RJ25 Male

ASSEMBLY/INSTALLATION INFORMATION

Mounting Hardware Included: Screws

LISTING AGENCIES/THIRD PARTY CERTIFICATIONS

RoHS: Yes
CSA Listing Info: CAN/CSAC22.2 No. 182.41990
CSA Standard: Yes
UL Listing No: ANSI/UL 1863
UL Standard: Yes
UN SPSC: 39121704

DIMENSIONS

Depth (Metric): 7.6 cm
Depth (US): 2.99"
Height (Metric): 11.4 cm
Height (US): 4.49"
Width (Metric): 1.9 cm
Width (US): 0.75 in

TECHNICAL INFORMATION

Material: High Impact Flame Retardant Plastic
Mounting: Wall Box
Receptacle Type: RJ25 Female
Number Of Receptacles: 1
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