
FEATURES & BENEFITS

SPECIFICATIONS

PREMIUM HIGH SPEED HDMI CABLE WITH
ETHERNET, 3 METER

AC2MP3BK |

This inwall rated, Premium High Speed HDMI Cable with Ethernet has been fully tested and certified through the
Premium HDMI Certification program to ensure full support of 4K UltraHD televisions.

Premium HDMI certified to ensure performance and quality
Delivers full 18Gbps bandwidth neccesary for full 4K UltraHD support
CL3 rated for inwall use
Small overmold for smoother pulling between studs
Anticounterfit label verifies testing and HDMI Premium certification
True performance confidence

GENERAL INFO

Cable Type: Type A, 19PIN Male
Color: Black

DIMENSIONS

Length (Metric): 3m
Width (Metric): 3

CORD INFORMATION

Connector Type End One: Type A, 19PIN Male
Connector Type End Two: Type A, Male (full sized HDMI),
Cord Length Metric: 3m
Cord Length US: 3m

TECHNICAL INFORMATION

Humidity: 10 ~ 90%, Relative Humidity (noncondensing)
Material: PVC Molding Housin
Operating Temperature (Celsius): 0° ~ 43°C
Output And Line Out Connection: HDMI
Supported Standards: In Wall Rated UL CL3, RoHS
Wire Gauge: 30 AWG
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