
FEATURES & BENEFITS

SPECIFICATIONS

TAMPERRESISTANT DISPLAY
RECEPTACLE 15A/125V W/BRASS PLATE

1542TRDR | Pass & Seymour

TamperResistant Display Receptacle, 15amp 125volt With Brass Plate and plug.  Brown.

For detailed TamperResistant receptacle information, visit our TamperResistant Receptacles page.

Dual mechanical shutter system to help prevent insertions of foreign objects.
Two drive screws anchor strap to back body and face where abrupt removal torque is greatest.
.032 inch thick brass triplewipe power contacts for lasting retention.
Corrosionresistant plated steel strap is locked in to the face and back body to resist pulling away from the
face/body assembly.
Autoground clip assures positive ground.
Easily accessed breakoff linecontact connecting tab for fast and easy splitcircuitwiring.
Backedout tridrive steel terminal screws. Side wire capability.

GENERAL INFO

Product Series: Slater
Component Type: Display, Receptacle

LISTING AGENCIES/THIRD PARTY CERTIFICATIONS

CSA Listing Info: No
CUL Listing No: No
cULus: Yes
cURus: No
Federal Spec: No
UL Listing No: No
UN SPSC: 39121308
UR: No

DIMENSIONS

Depth (US): 1.825"
Diameter (US): 5.75
Length (US): 4.500"
Width (US): 2.750"

TECHNICAL INFORMATION

Amps: 15A
Material: Brass
Volts (AC): 125
Floor Type: Wood

BUY AMERICAN ACT COMPLIANCE

Country Of Origin: UNITED STATES OF AMERICA
Buy American Act Status: Buy American Act Compliant

http://www.legrand.us/passandseymour/tamper-resistant-receptacles.aspx
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