CSA DIE ALUMINUM
JLSCO CcOMPRESSION CONNECTORS @

TYPE Features Beneﬁts . N o o

+ Manufactured from AL 1350 + Provides maximum conductivity and excellent crimping characteristics
Acc + Electro-tin plated « Provides low contact resistance

+ Chamferred barrel » Provides easy conductor insertion

+ Pre-filled DE-OX + Prevents oxides from forming

+ Dust cap + Prevents foreign materials from entering the connector

+ May be used for high voltage applications up to 35KV

» Designed to meet utility requirements «» Utilizes standard CSA dies

+ CSA Certified

Wire Range

Catalogue Copper or Bolt Tang Overall Hole Tooling
Number Aluminum Size Length Length Width Spacing Die Number
ACC-6 65tr. or Comp. 172 1.090 2816 906 (CSA Die 20
ACC4 45tr or Comp. 12 1.090 2816 906 (CSADie22
ACC-2* 25tr or Comp. 12 1375 3428 970 CSADie 22
ACC-1/0% 1/05tr. or Comp. 12 1375 3678 950 CSADie22
ACC-2/0¢ 2/0Str. or Comp. 12 1375 3.688 970 CSADie 22
ACC-3/0HT* 3/0Str. or Comp. 12 1375 3975 1.220 CSADie 24
ACC-4/0* 4/0Str. or Comp. 12 1375 3.940 1.190 CSADie 24
ACC-250* 250MCM or Comp. 12 1.500 4210 1.380 CSADie 26
ACC-300 300MCM or Comp. 12 1,500 4067 1438 CSA Die 26
ACC-350 350MCM or Comp. 12 1.625 4500 1.600 (SADie 28
ACC-500 500MCM or Comp. 12 1.625 4750 1.600 CSA Die 30
2ACC1/0* 1/0Str. or Comp. 12 3125 5430 950 1-3/4 (CSADie 22
2ACC-2/0% 2/0Str. or Comp. 12 3.125 5430 950 1-3/4 (CSA Die 22
2ACC-3/0* 3/0Str. or Comp. 12 3.281 5790 1.220 1-3/4 (SA Die 24
2ACC-4/0* 4/05tr. or Comp. 102 3125 5580 1190 1-3/4 CSADie 24
2ACC-250 250MCM or Comp. 12 3.281 5.960 1380 1-3/4 CSA Die 26
2ACC-350 350MCM or Comp. 12 3375 6.250 1.600 1-3/4 (CSA Die 28
2ACC-500 500MCM or Comp. 12 3,500 6.500 1.600 1-3/4 (CSA Die 30
2ACC-750 750MCM or Comp. 12 3,500 6.750 1.600 1-3/4 CSADie 30
2ACC-1000 1000MCM or Comp. 12 3.500 6.750 1.600 1-3/4 CSADie 32

* CSA Approved
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