
Production Specifications

Eaton XTPAXENCS41

Catalog number: XTPAXENCS41 

XT Manual Motor Protection Accessories - Insulated Enclosure, used with 
Frame B XTPR only or with: XTPAXFA_, XTPAXSA_, XTPAXSATR_, 
XTPAXUVR_,XTPAXSR_, XTPAXCL, IP40 with vertical mounting enclosure

General specifications

Eaton motor control enclosure XTPAXENCS41

4015082196530 5.12 in

6.3 in 3.94 in

.01 lb Not Applicable

Not Applicable Cable push-through membrane, top and 

bottom, in the back plate and as a 

control line entry. Includes N and PE 

terminals., Cover with aperture 

dimensioned to accommodate front of 

MMP. IP40, when mounted turned 

through 90° to left/right

Product Name Catalog Number

EAN Product Length/Depth

Product Height Product Width

Product Weight Warranty

Certifications Catalog Notes

https://eaton-sit.tcc.etn.com/us/en-us.html
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Frame B XTPR only or with: XTPAXFA_, XTPAXSA_, 

XTPAXSATR_, XTPAXUVR_,XTPAXSR_, XTPAXCL

Accessory

IP40 with vertical mounting

Resources

Eaton's Volume 5—Motor Control and Protection

Global Data Sheet - XTPAXENCS41

Eaton Specification Sheet - XTPAXENCS41

Special features

Type

Enclosure
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