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TO ORDER BURNDY  PRODUCTS CALL
 

UNITED STATES:
1-800-346-4175 (LONDONDERRY, NH)

 
CANADA:

1-800-361-6975 (QUEBEC)
1-800-387-6487 (ALL OTHER PROVINCES)

 
FOR PRODUCT INFO: http://www.burndy.com

R

*** BILL OF MATERIAL ***

PT NO. CATALOG NO. QTY DESCRIPTION

1 PATCHGR18V 1 CHARGER, BATTERY PATRIOT LINE

2 BAT18V 2 BATTERY, 18 VOLT 2.6AH

3 PT208620 1 LANYARD

4 PT10037335 1 LABEL, WARNING/INSTRUCTION PAT600

5 PT10040649 1 LABEL, CASE 1.29" PATCUT

6 PATCUT129ACSROMI 1 SOMI, PATCUTACSR18V

7 PT20443801 1 WARRANTY CARD

PATCUT129ACSR18V
ITEM NO: 10042067
CAT. NO: PATCUT129ACSR18V
DRAWN BY: A MONTMINY 12/02/2004
CHECKER: J LEFAVOUR 12/31/2004
DSN APPVL: J PETERSON 12/31/2004
MFG APPVL: -- --
QA APPVL: J BRODEUR 01/04/2005
MKT APPVL: R POIRIER 01/04/2005 SCALE: 1:4
PROD FAM: TOOLS, BATTERY  DRAWING NO REV
PROJECT #: 13180 SIZE 10046860 CDOCUMENT TYPE: Sales BREL LEVEL: Released SHEET 1 OF 1

REV. DATE DESCRIPTION ECO BY C'H'K.

C 2018-02-19 23:00:00 EST
DRAWING RELEASED
--

48530 TRF CMT

FEATURES AND BENEFITS
 
·INCORPORATES THE LATEST BATTERY POWERED CUTTING TECHNOLOGY:
 PROVIDES EASY TOOL OPERATION AND PORTABILITY
·TRUE ONE HANDED OPERATION: USER HAS ONE HAND FREE TO
 MANIPULATE MATERIAL TO BE CUT
·SPECIAL LATCH HEAD DESIGN: PROVIDES INTERFERENCE FREE CLOSURE
 FOR MID-SPAN CUTS
·180-DEGREE HEAD ROTATION: LETS USERS GET INTO TIGHT AREAS EASILY
·MECHANICAL RAM RELEASE: PROVIDES CONSISTENT, RELIABLE RAM RETRACTION
 (NO BATTERY POWER CONSUMPTION)
·ERGONOMICALLY BALANCED TOOL DESIGN.
·DURABLE HIGH IMPACT CARRYING CASE.
·5 YEAR LIMITED WARRANTY ON THE TOOL.
 1 YEAR WARRANTY ON THE BATTERY.
·18-VOLT Ni-MH BATTERIES: THE INDUSTRY STANDARD NICKEL METAL HYDRIDE 
 BATTERY ELIMINATES VOLTAGE DEPRESSION OR "MEMORY" ASSOCIATED WITH
 NICKEL CADIUM BATTERIES.

SCPECIFICATION:
 
         CRIMP FORCE: 7 TONS (6.35 METRIC TONS)
         TOOL WEIGHT: 12.0 LBS (5.4 kg)
              LENGTH: 14.5 IN (36.83 cm)
               WIDTH: 3.7 IN (9.40 cm)
              HEIGHT: 12.80 IN (32.51 cm)
   OPERATING VOLTAGE: 18V-DC
       RECHARGE TIME: <45 MINUTES

1  READ AND FOLLOW ALL INSTRUCTIONS PROVIDED BY THE OPERATORS
   MANUAL, AND WARNING LABELS BEFORE USING THIS TOOL.
 
2  FOR 250V VERSION, ORDER CATALOG NUMBER PATCUT12918VCE250V.

FOR USE ON
 
 COPPER & ALUMINUM    1.29" O.D.  (33 MM)
 ACSR                 1113 kcmil
 GROUND ROD           5/8"        (16 MM)
 REBAR                1/2"        (13 MM)
 SOFT STEEL BOLTS     5/8"        (16 MM)
 STANDARD GUY WIRE    1/2"        (13 MM)
 EHS GUY WIRE         3/8"        (10 MM)
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