
UMC100-PAN CAP
Protection cap for operator panel UMC100-PAN
 
Order number: 1SAJ510005R0001

Data Sheet

Technical data
For use with operator panel UMC100-PAN,  
1SAJ590000R0103. 
Keys can be pressed through the cover.

Degree of protection IP54 in combination  
with panel door mounting kit

Dimensions (W x H x D) 55 x 85 x 20 mm

Thickness 2 mm

Weight 13 g

Material Silicone

Color Transparent, clear

The panel protection cap provides an 
IP54 protection to the operator panel 
UMC100-PAN. Its transparent and 
flexible silicone material allows easy 
reading of text messages, checking  
LED status and using the buttons. 
 
The protection cap is removable 
to access the micro-USB port for 
parameter up-/download.
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)For more information please contact:
 
ABB STOTZ-KONTAKT GmbH
Eppelheimer Straße 82
69123 Heidelberg, Germany
Phone: +49 (0) 6221 7 01-0
Fax: +49 (0) 6221 7 01-13 25
Email: info.desto@de.abb.com
 
www.abb.com

Note:
We reserve the right to make technical changes or modify the contents of 
this document without prior notice. With regard to purchase orders, the  
agreed particulars shall prevail. ABB AG does not accept any responsibility  
whatsoever for potential errors or possible lack of information in this docu-
ment

We reserve all rights in this document and in the subject matter and illus-
trations contained therein. Any reproduction, disclosure to third parties or 
utilization of its contents – in whole  or in parts – is forbidden without prior 
written consent of ABB AG.
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