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1/4 IN Quick Change technology. Professional grade driver bits. Titanium Nitride coated self-centering high
speed drill bits. High quality shock-resistant case stays intact even after accidental drops
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Drill Driver Bit Kit (POP)
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1/4 IN Quick Change technology

Marketing Text 2
Professional grade driver bits
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Titanium Nitride coated self-centering high speed drill bits
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High quality shock-resistant case stays intact even after accidental drops

Marketing Text 5

LONG DESCRIPTION

PRODUCT NAME

PRODUCT OVERVIEW

2024 Speci�cation Sheet - English

POWERED BY S A L S I F Y

 –

 –

 –

https://images.salsify.com/image/upload/s--qagblnXY--/c_limit,cs_srgb,h_600,w_600/24d1f89108b6c5af663449eb26c0c4ba06b76308.jpg
https://images.salsify.com/image/upload/s--qagblnXY--/c_limit,cs_srgb,h_600,w_600/24d1f89108b6c5af663449eb26c0c4ba06b76308.jpg
https://app.salsify.com/catalogs/dbfb5134-95ef-4dda-b855-73254412a3c4/products
https://app.salsify.com/catalogs/dbfb5134-95ef-4dda-b855-73254412a3c4/products?filter=%3D
https://app.salsify.com/catalogs/dbfb5134-95ef-4dda-b855-73254412a3c4/products?filter=%3D
http://www.salsify.com/


Hammer drill rated carbide grade tips and hardened shank masonry drill bits

Marketing Text 6
Hardened forged magnetic nut drivers �t most TapCon fasteners

Marketing Text 7
Quick release chuck with precise �t

Marketing Text 8
Power tool accessory includes security bits that �t most security fasteners frequently used in public
facilities

Product Specification 1
Application : Drill driver bit kit

Product Specification 2
Type : Professional grade driver bits with 1/4" quick change technology.

Product Specification 3
Size : 12.4 x 10.6 x 2.4"

Product Specification 4
Consist of 1 : High speed titanium coated drill bit set. Masonry drill bit set. Magnetic nut driver set. Quick
change chuck. Magnetic bit extension. Security driver bit set. Total pieces 68.
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